Safety Data Sheet oraro

Section 1 - Product Information

Product Name: Ready to Go Stainless Steel Cleaner & Polish Supplier: |Intercon Chemical Company

Product Code Number: RSSC Information Phone: 314-771-6600 1100 Central Industrial Drive
Address:

Product use: Stainless Steel Cleaner Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification - Aspiration Hazard (Category 1), Flammable Liquids (Category 3), Specific Target Organ Toxicity - Single Exposure -Central Nervous System (Category 3)

Section 2.1 - Label Elements

Hazard Pictograms

Precautionary Statements:

P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources. No smoking.
P233: Keep container tighly closed

P240: Ground and bond container and receiving equipment.

P241: Use explosion proof equipment.

Signal Word: Danger

P242: Use non-sparking tools.

Hazard Statements:

P243: Take action to prevent static discharges.
P261: Avoid breathing dust/fume/gas/mist/vapors/spray.

H226: Flammable liquid and vapor
H304: May be fatal if swallowed and enters airways P280:
H336: May cause drowsiness or dizziness

P271: Use only outdoors or in a well-ventilated area.

Wear protective gloves/protective clothing/eye protection/face protection.

P301+P316+P331: IF SWALLOWED: Get emergency medical help immediately. Do NOT induce vomiting.
P303+P361+P353: IF ON SKIN (or hair): Take off all contaminated clothing. Rinse affected areas with water.
P304+P340: IF INHALED: Remove person to fresh air and keep comfortable for breathing.

P319: Get medical help if you feel unwell.

P370+P378: In case of fire: Use foam, solid chemical, or carbon dioxide to extinguish.

P403+P233+P235: Store in a well-ventilated place. Keep container tightly closed. Keep cool.

P405: Store locked up.

P501: Dispose of contents/container in accordance with local/regional/national/international regulations.

Section 3 - Composition

Chemical Name CAS# Percent w/w
Naphtha (petroleum), hydrotreated heavy 64742-48-9 78-82
White mineral oil 8042-47-5 17-20

Section 4 - First Aid Measures

IF IN EYES:

Rinse cautiously with water for at least 15 minutes. Remove contacts, if present and easy to do. Continue rinsing.

IF ON SKIN:

Take off all contaminated clothing. Rinse affected areas with water.

IF INGESTED:

Rinse mouth. Do NOT induce vomiting.

IF INHALED:

Remove person to fresh air and keep comfortable for breathing.

Special Fire Fighting Procedures: Avoid exposure to fumes or

Flash Point: Limits: Extinguishing Media:
LEL: NA
In case of fire, use foam, dry chemical, or carbon
118 °F
UE: NA

vapors. Wear self-contained positive pressurized breathing
- T apparatus MSHA/NIOSH Approved or equivalent to maintain
dioxide for extinction. TLV. UNUSUAL FIRE & EXPLOSION HAZARD: None.

Section 6 - Accidental Release Measures

Contain spill as a liquid for possible recovery, or absorb with compatible sorbent material and shovel with a clean tool into a sealable container for disposal. Contain spill
away from surface water and sewers. Ventilate area and avoid breathing vapor or mist. A vapor suppressing foam may be used to reduce vapors. Remove all ignition
sources. Do not touch or walk through spilled product. Stop leak if you can do it without risk. Wear protective equipment and provide engineering controls as specified in
SECTION 8: EXPOSURE CONTROLS/PERSONAL PROTECTION. Isolate hazard area. Keep unnecessary and unprotected personnel from entering.

Section 7 - Handling and Storage

Keep container tightly closed. Keep away from heat/sparks/open flame. No smoking. Wear protective gloves and eye/face protection. Ground/Bond container and receiving
equipment. Use explosion-proof equipment. Take precautionary measures against static discharge. Use only non-sparking tools. Store in cool/well-ventilated place.
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Safety Data Sheet
[ Section8-ExposureControls/PPE |

Ingredient(s) OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
C9-C11 Isoalkanes 1,200mg/m3 N/A Eye:|Safety glasses Handle in accordance with good industrial hygiene and
White Mineral Oil 5mg/m3 10mg/m3 Skin:|As needed to prevent contact safety Practlces. P'rowde suitable facilities f?r quick
drenching or flushing of the eyes and body in case of
Respiratory:|Respirator if not ventilated contact or splash hazard.
Ventilation:|Normal room ventilation
Section 9 - Physical and Chemical Properties
Upper/Lower
Odor Melting Boiling Flash Evaporation Flammability
Appearance Odor Threshold pH Point Point Point Rate Flammability Limits
116°F
Colorless Liquid Lemon NE NE NE NE 46.6°C >1 NA NA
Auto- Decom-
Vapor Vapor Relative Partition Ignition position
Pressure Density Density Density Solubility Coefficient Temp. Temp. Viscosity
17mm Hg 0.62 6.497 0.78 Insoluable NE NE NE Thin

Section 10 - Stability and Reactivity

Product is stable. Store in a cool, dry place. Hazardous polymerization will not occur. Incompatible with strong oxidizing agents. If burned, product produces normal
combustion products.

Section 11- Toxicological Information

Acute Acute
) Toxicity Toxicity Repro STOT STOT
Ingredients . . .
(Oral LD50) [(Dermal Skin -ductive Single Repeated
Rat LD50) Rabbit |and Eye Carcinogen |Mutagen Toxicity Exposure Exposure
Naphtha (petroleum), hydrotreated heavy NA 2000 mg/kg NA NA NA NA NA NA
White mineral oil NA NA NA NA NA NA NA NA

Section 12 - Ecological Information
No information available.

Section 13 - Disposal Considerations
This product, in its original form, is considered a hazardous waste (Waste
code D001). Consult 40 CFR Part 261 for more information. Dispose of in
accodance to local, state, and federal regulations.

Section 14 - Transport Information

UN number Basic Description(DoT) Class Packing Group LTD QTY
NA 1993 Combustible liquid. Not regulated if packed non-bulk per 49 CFR 173.150 (f) (2)

UN number Basic Description(IATA) Class Packing Group LTD QTY
UN 1993 Flammable Liquids, n.o.s. (Contains Naphtha (petroleum)) 3 1] 1L/pkg., 10L

UN number Basic Description(IMDG) Class Packing Group LTD QTY
UN 1993 Flammable Liquids, n.o.s. (Contains Naphtha (petroleum)) 3 I} 1L/pkg., 5L

Section 15 - Regulatory Information

SARA Title I1l: Does not contain reportable chemicals under sections 302, 304 or 313 of Title Ill of the Superfund Amendments and Reauthorization act of 1986.

CERCLA: Does not contain chemicals subject to reporting under CERCLA. For more information, consult 40 CFR parts 302, 355, 370, 372 and 68.

Warning: This product can expose you to chemicals including Myrcene (CAS# 123-35-3) which are known to the State of California to cause cancer
and/or birth defects or reproductive harm. For more information go to www.P65Warnings.ca.gov
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Safety Data Sheet

Section 16 - Other Information

HMIS:lHeaIth: | 1 |Flammability: | 2 |Physica| Haz: | 0 _E

Date Prepared: 5 Mar 2024 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge, information and belief at the date of its publication. The information given is
designed only as guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification.
The information relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified
in the text.

Legend for Abbreviations: GHS - Globally Harmonized System, LEL - Lower explosive limit, UEL - Upper explosive limit, NA - not applicable, MSHA - Mine Safety and Health
Administration, NIOSH - National Institute for Occupational Safety and Health, TLV - Threshold limit value, OSHA - Occupational Safety and Health Administration, PEL -
Permissible exposure limit, ACGIH - American Conference of Governmental Industrial Hygienists, NE - Not Established, STOT - Single target organ toxicity, RCRA - Resource
Conservation and Revovery Act, LTD QTY - Limited quantity, DoT - United States Department of Transportation, IATA - International Air Transport Association, IMDG -
International Maritime Dangerous Goods, SARA - Superfund Amendments and Reauthorization Act, CERCLA - Comprehensive Environmental Response, Compensation, and
Liability Act, CFR - United States Code of Federal Regulations.
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Safety Data Sheet

Section 1 - Product Information

Product Name: fry-out

Supplier: |Intercon Chemical Company

Product Code Number: 0187

Information Phone: 1-314-771-6600 1100 Central Industrial Drive

Product use: Powder Griddle and Fryer cleaner

Emergency Contact: CHEMTREC 1-703-741-5970 St. Louis, MO 63110

Address:

Section 2 - Hazard Identification

GHS Classification: Skin Corrosion Category 1C, Eye corrosive Category 1

Section 2.1 - Label Elements

Hazard Pictograms

ol 3

Precautionary Statements:

Signal Word: Danger

Hazard Statements:

metals.

Causes severe skin burns and eye damage. May be corrosive to

Wear protective gloves and eye protection. Wash hands and any exposed skin thoroughly after handling.
Do not breathe dust. Store locked up in a corrosive resistant container. Dispose of contents/container to
an approved waste facility.

IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash
contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do.
Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Immediately call a POISON CENTER or physician.

Specific treatment see additional first aid instructions on this label

Section 3 - Composition

Chemical Name CAS # Percent w/w
Sodium Carbonate 497-19-8 45
Sodium Chloride 7647-14-5 19
Sodium Metasilicate 6834-92-0 20
Sodium Tripolyphosphate 7758-29-4 12

Section 4 - First Aid Measures

IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Immediately call a POISON CENTER or physician.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

carbon dioxide or alcohol foam, if product  gyp) os10N HAZARD: Product will not burn.

Flash Point: Limits Extinguishing Media:
Water spray or fog, foam, dry chemical,
LEL: NA pray g Y
NA
UEL: NA involved.

Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &

Section 6 - Accidental Release Measures

For spill clean up wear appropriate Personal Protective Equipment as listed in section 8. Eliminate all ignition sources (No smoking, flares, sparks or flames in the immediate
area).Do not touch spilled material unless wearing appropriate protective clothing. Stop leak if you can do it without risk. Sweep up spills and dispose of in suitable containers

Section 7 - Handling and Storage

Wear protective gloves and eye protection. Wash thoroughly after handling. Do not breathe mist or dust. Store locked up in corrosive resistant containers.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Sodium Carbonate na na Respiratory:|Dust mask for nuisance dust | Handle in accordance with good industrial hygiene and
" o 2mg/m’ 2mg/m? ; I safety practices. Provide suitable facilities for quick
mg/m mg/m :
Sodium Metasilicate g g Eye:[safety glasses drenching or flushing of the eyes and body in case of
Sodium Tripolyphosphate 15mg/m’ 10mg/m’ Skin:[chemical resistant gloves contact or splash hazard.
Ventilation|Normal room
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
white powder vanilla NE NA NE NE >1(water =1) NA NA NA
Solubility Partition Auto Ignition
Vapor Density Density Specific Gravity pH(use dil) | (water 772F) | coefficient temp Viscosity Decomposition Temp
NA NA NA 12.5 appreciable NE NA NA NA

Section 10 - Stability and Reactivity

Product is stable. Hazardous Polymerization will not occur. Incompatible with strong acids. If burned, normal combustion products: Carbon Dioxide, Carbon Monoxide and
Nitrous Oxides.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -single Exposure  |[exposure
Sodium Carbonate 2800mg/kg >2000mg/kg |irritating no no no data no data no data
Sodium Metasilicate 1200mg/kg NE corrosive no no no data no data no data
Sodium Tripolyphosphate 5400mg/kg >7900mg/kg |slightirritant |no no no data no data no data
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available. This product in its original form is not defined as a hazardous waste by the RCRA. Dispose
of in accordance with local, state and federal regulations.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY
UN3262 Corrosive Solid, Basic, Inorganic, n.o.s(contains sodium metasilicate) 8 1] 11lbs

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: No reportable quantity. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

WHMIS: HMIS: R-0 PPE-B

Date Prepared: 18-Nov-2019 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established

Page 2 of 2



88089
Safety Data Sheet 88150

Section 1 - Product Information

Product Name: Surefoot Ez Supplier: |Intercon Chemical Company

Product Code Number: 0845 Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product Use: Neutral Floor Cleaner Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS classification: eye irritant(category 2A) , skin irritant (category 2)

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

P264+P265: Wash hands thoroughly after handling. Do not touch eyes.
P280: Wear protective gloves/eye protection.

P302+P352: IF ON SKIN: wash with plenty of water.

P332+P317: If skin irritation occurs: Get medical help.

Signal Word: Warning P362+P364: Take off contaminated clothing and wash it before reuse.

X P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if
Hazard Statements:

present and easy to do - continue rinsing.

P337+P317: If eye irritation persists: Get medical help.

P321: Specific treatment see section 4 of safety data sheet.

H315: Causes skin irritation
H319: Causes serious eye irritation

Section 3 - Composition

Chemical Name CAS # Percent w/w

Dodecylbenzenesulfonic acid, sodium salt 68081-81-2 <11

Section 4 - First Aid Measures

IF ON SKIN: Flush with flowing water for at least 15 minutes or until slippery feeling disappears. Get medical attention for any burns that may occur. Wash contaminated
clothing before reuse.

IF IN EYES: Flush with flowing water for 15 min. Remove contact lenses , if present and easy to do so. Continue Rinsing. Get medical help

IF INHALED: Move to fresh air and keep at rest in a position comfortable for breathing.

IF SWALLOWED: Rinse mouth. Do not induce vomiting. Get emergency medical help immediately.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Water spray or fog, foam, dry chemical, Wear self-contained positive pr'essurized bre.athi.ng apparatus
NA carbon dioxide, alcohol foam if product MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA involved EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Use personal protection recommended in Section 8. Isolate the hazard area and deny entry to unnecessary and unprotected personnel.Stop leak if safe to do so. Container
and/or absorb spill with inert material (e.g. sand, vermiculite), then place in a suitable container. Do not flush to sewer or allow to enter waterways. Use appropriate Personal
Protective Equipment (PPE). Scoop up material and place in a disposal container. Absorb spillage to prevent material damage. See section 13 for advice on waste disposal.

Section 7 - Handling and Storage
Do not get in eyes, on skin, or on clothing. Avoid breathing dust/fume/gas/mist/vapours/spray. Handle and open container with care. Do not eat, drink or smoke when using
this product. Launder contaminated clothing before reuse. Wash hands before eating, drinking, or smoking. Store locked up. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin:|not normally required contact or splash hazard.

Dodecylbenzenesulfonic acid, Respiratory:|not normally required

sodium salt NE NE Eye:[safety glasses

Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability [flammability limits pressure
Green Liquid Fresh NE 8.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition
Vapor Density|  (Ibs/gal) Specific Gravity | pH(use dil) |Solubility(H,0)| coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.4 1.006 8 complete NE NA thin NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST-
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
Ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST-Single Exposure  |Exposure
Dodecylbenzenesulfonic acid,
sodium salt 1,080mg/kg >2000mg/kg irritant no info no info no info no info no info

Section 12 - Ecological Information

Section 13 - Disposal Considerations

Mixture not expected to be harmful to aquatic life.

Dodecylbenzenesulfonic acid, sodium salt:

Toxic to aquatic life. Harmful to aquatic life with long-lasting effects.

The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,
State and Local regulations.

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description(IATA) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description(IMDG) Class Packing Group LTD QTY
Not Regulated

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

68

CERCLA: Dodecylbenzenesulfonic acid, sodium salt (RQ = 1000 Ibs). Methanol (RQ = 5000 Ibs). For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part

A\

WARNING: This product can expose you to chemicals including Methanol (CAS# 67-56-1) and Myrcene (123-35-3) which are known to the State of California to
cause cancer, birth defects, or other reproductive harm. For more information go to www.P65Warnings.ca.gov.

Section 16 - Other Information

Date Prepared:

10Jan 2024

HMIS:

R-0

PPE-A

Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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88094
Safety Data Sheet

Section 1 - Product Information

Product Name: Opti-Pak Detergent + Supplier:|intercon Chemical Company

Product Code Number: OPWP Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: Machine Warewash Detergent Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis MO 63110

Section 2 - Hazard Identification

GHS Classification: Skin Corrosion (Category 1B), Eye Corrosive (Category 1), Corrosive To Metals (Category 1), Oral Toxicity (Category 4)

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

P234: Keep only in original container.

f@ P260: Do not breathe dust/fume/gas/mist/vapors/spray.
P264: Wash hands thoroughly after handling.

P270: Do not eat, drink or smoke when using this product.

Signal Word: Danger P280: Wear protective gloves/protective clothing/eye protection/face protection.
Hazard Statements: :3|01+P330+P331+P317: IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. Get emergency medical
elp.
H290: May be corrosive to metals. P302+P361+P354: IF ON SKIN: Take off Immediately all contaminated clothing. Immediately rinse with

H302: Harmful if swallowed.
H314:Causes severe skin burns and eye damage.

water for several minutes.

P363: Wash contaminated clothing before reuse.

P304+P340: IF INHALED: Remove person to fresh air and keep comfortable for breathing.
P316: Get emergency medical help immediately.

P321: Specific treatment see section 4.

P305+P354+P338: IF IN EYES: Immediately rinse with water for several minutes. Remove contact lenses if
present and easy to do. Continue rinsing.

P390: Absorb spillage to prevent material damage.

P405: Store locked up.

P406: Store in corrosive resistant container with a resistant inner liner.

P501: Dispose of contents/container in accordance with local/regional/national/international
regulations(to be specified).

Section 3 - Composition

Chemical Name CAS # Percent w/w

Sodium Hydroxide 1310-73-2 38

Section 4 - First Aid Measures
IF ON SKIN: Flush with flowing water for at least 15 minutes or until slippery feeling disappears. Get medical attention for any burns that may occur.
Wash contaminated clothing before reuse

IF IN EYES: Flush with flowing water for several minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Water spray or fog, foam, dry chemical, Wear self-contained positive pr.essurlzed bre.athl.ng apparatus
none carbon dioxide or alcohol foam, if product MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA involved EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Use personal protection recommended in Section 8. Isolate the hazard area and deny entry to unnecessary and unprotected personnel.Stop leak if safe to do so. Contain

and/or absorb spill with inert material (e.g. sand, vermiculite), then place in a suitable container. Do not flush to sewer or allow to enter waterways. Use appropriate Personal
Protective Equipment (PPE). Scoop up material and place in a disposal container. Absorb spillage to prevent material damage. See section 13 for advice on waste disposal.

Section 7 - Handling and Storage

Do not get in eyes, on skin, or on clothing. Avoid breathing dust/fume/gas/mist/vapours/spray. Handle and open container with care. Do not eat, drink or smoke when using

this product. Launder contaminated clothing before reuse. Wash hands before eating, drinking, or smoking. Store locked up. Store in corrosive resistant container with a
resistant inner liner. Store upright in original closed container.
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Ingredient

OSHA PEL:

ACGIH TLV

PPE

General Hygiene Considerations:

Sodium Hydroxide

2mg/m3

ng/m3

Respiratory:

not normally required

Eye:

safety glasses, face shield

Skin:

Apron, alkali proof gloves

Ventilation

Normal Room Ventilation

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
contact or splash hazard.

Section 9 - Physical

and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
red liquid mild NE 14 NE 212°F >1(water =1) NA NA 17 H
Partition Auto Ignition
Vapor Density|  Density Specific Gravity | pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
0.62(air =1) 11.7 1.41 13 100% in water NE NA thin NE

Section 10 - Stability and Reactivity

Oxides.

Product is stable, hazardous polymerization will not occur. Incompatible with strong acids. If burned, normal combustion products: Carbon Dioxide, Carbon Monoxide, Nitrous

Section 11- Toxicological Information

Acute STOST
Acute toxicity |toxicity(derm. Reproduct. Repeated
Ingredient (oral LD50) rat  [LD50)rabbit | Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -Single Exposure  |Exposure
Sodium Hydroxide NE 1350mg/kg corrosive Not listed No info No info No info No info

Section 12 - Ecological Information

Section 13 - Disposal Considerations

Fish toxicity not available. Biodegradability not available. Toxic to aquatic life
through a raise in pH to toxic levels.

regulations.

Products covered by this SDS, in their original form, are considered corrosive waste, waste
code D002, according to RCRA (40 CFR 261). Do not allow this material to drain into
sewers/water supplies. Dispose of in accordance with applicable Federal, State and Local

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids, n.o.s(Contains sodium hydroxide) 8 Il <1L

UN number Basic Description(IATA) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids, n.o.s(Contains sodium hydroxide) 8 Il <05L

UN number Basic Description(IMDG) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids, n.o.s(Contains sodium hydroxide) 8 Il <1L

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: Sodium Hydroxide (RQ = 1,000 lbs). For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

California Prop
65:

This product does not contain any chemicals known to the State of California to cause cancer, birth defects, or any other reproductive harm.

Section 16 - Other Information

Date Prepared: 26 Sep 2023

HMIS:

Prepared by: Environmental, Health and Safety Administrator.

R-1

PPE- D

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet
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Section 1 - Product Information

Product Name: HDL-101

Supplier: |Intercon Chemical Company

Product Code Number: 0702

Information Phone:1-314-771-6600

Product use: Low temp dishmachine detergent

Emergency Contact:CHEMTREC 1-800-424-9300

1100 Central Industrial Drive
Address:

St. Louis MO 63110

Section 2 - Hazard Identification

GHS Classification: Skin Corrosion Category 1B, Eye corrosive Category 1, Oral Toxicity Category 4

Section 2.1

- Label Elements

Ak

Hazard Pictograms

Precautionary Statements:

Signal Word: Danger

Hazard Statements:

Causes severe skin burns and eye damage. Harmful if swallowed.

Wear protective gloves and eye protection. Wash thoroughly after handling. Do not breathe mist or dust.
IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash
contaminated clothing before reuse.
IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do.
Continue rinsing.
IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.
Immediately call a POISON CENTER or physician.

Section 3 - Composition
Chemical Name CAS # Percent w/w
Potassium Hydroxide 1310-58-3 <20
Sodium Hydroxide 1310-73-2 <10

Section 4 - First Aid Measures

IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Immediately call a POISON CENTER or physician.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

Flash Point: Limits Extinguishing Media:
None LEL: NA Water spray or fog, foam,dry chemical, carbon
dioxide or alcohol foam, if product involved.
UEL: NA

Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures

Neutralize with dilute acid, or sodium bicarbonate. Mop up and flush to sewer with plenty of water. Floors may be slippery. Use care to avoid falls.

Section 7 - Handling and Storage

Store locked up. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Potassium Hydroxide 2mg/m’ 2mg/m? Respiratory:|not normally required Handle in accordance with good industrial hygiene and
- - 3 3 - safety practices. Provide suitable facilities for quick

Sodium Hydroxide 2mg/m 2mg/m Eye:|safety glasses, face shield

Skin:

Apron, alkali proof gloves

Ventilation

Normal room ventilation

drenching or flushing of the eyes and body in case of
contact or splash hazard.
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
Purple liquid mild NE 14 NE 2129F >1(water =1) NA NA 17mm Hg
Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity | pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
0.62(air =1) 10.3 1.24 13 100% in water NE NA thin NE

Section 10 - Stability and Reactivity

Product is stable, hazardous polymerization will not occur. Incompatible with strong acids. If burned, normal combustion products: Carbon Dioxide, Carbon Monoxide, Nitrous

Oxides.

Section 11- Toxicological Information

Acute STOST

Acute toxicity(oral [toxicity(derm. Reproduct. Repeated

ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST -single Exposure  |exposure
Potassium Hydroxide 213mg/kg 1350mg/kg corrosive Not listed No info No info No info No info
Sodium Hydroxide 200mg/kg 1350mg/kg corrosive Not listed No info No info No info No info

Other:

Section 12 - Ecological Information

Section 13 - Disposal Considerations

No information available.

Products covered by this SDS, in their original form, are considered corrosive hazardous
waste(waste code D002) according to RCRA(40 CFR 261). Dispose of in accordance with
applicable Federal, State and Local regulations.

Section 14 - Transport Information

UN number

Basic Description(DOT)

Class

Packing Group

LTD QTY

UN1719

Caustic Alkali Liquids, n.o.s(Contains potassium hydroxide, sodium hydroxide)

< 1liter

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: Potassium Hydroxide, Sodium Hydroxide. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

WHMIS: E

Date Prepared: 04-09-2015

HMIS:

R-0

PPE-C

Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88144

Section 1 - Product Information

Product Name: Pro-Con SYSTEMS orange NEUTRAL CLEANER Supplier: |Intercon Chemical Company

Product Code Number: ORNG Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: [Neutral Cleaner. Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis MO 63110

Section 2 - Hazard Identification

Does not contain sufficient quantities of hazardous ingredients to warrant GHS classification

Section 2.1 - Label Elements
Hazard Pictograms: Not required Precautionary Statements:

Avoid eye contact. Use general precautions when working with chemicals.

Signal Word: None

Hazard Statements:
May be irritating to the eyes

Section 3 - Composition

Chemical Name CAS # Percent w/w

Cocoimidazoline amphoteric 68390-66-9 <3

Section 4 - First Aid Measures

IF ON SKIN: Wash with plenty of soap and water. Take off contaminated clothes and wash before reusing. If skin irritation occurs get medical attention.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to do. Continue rinsing.

Inhalation: Remove to fresh air
INGESTION: Give milk or water to dilute material. DO NOT induce vomiting. Avoid alcohol. Never give anything by mouth to an unconscious person. Call a POISON center or
doctor if you feel unwell.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
NA LEL: NA Water spray or fog, foam, dry chemical, Wear self-contained positive pr.essurized bre.athi.ng apparatus
carbon dioxide, alcohol foam if product MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA involved EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin:|not normally required contact or splash hazard.

Respiratory:|not normally required

Cocoimidazoline amphoteric  [NE NE Eye:[safety glasses

Ventilation|Normal room ventilation

Page 1 of 2


Nicole Culver
Typewriter
88110

88144


Section 9 - Physical and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability [flammability limits pressure
Orange liquid pleasant NE 7-8.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition | Decompose
Vapor Density|  (lbs/gal) Specific Gravity | pH(use dil) |Solubility(H,0)| coefficient temp Temp Viscosity
.62(air=1) 8.5 1.02 7 complete NE NA NA Water thin

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST

Acute toxicity(oral [toxicity(derm. Reproduct. Repeated

ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -single Exposure  |[exposure
Cocoimidazoline amphoteric |7400 mg/kg NE nonirritating  [no no no info no info no info

Other:

Section 12 - Ecological Information Section 13 - Disposal Considerations

No information available The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,

State and Local regulations.

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY

Not Regulated

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986. CERCLA:Does
not contain chemicals subject to reporting under CERCLA. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

WHMIS: HMIS: R-0 PPE-A

Date Prepared: 05-05-2015 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet

88112

Section 1 - Product Information

Product Name: Daily

Supplier: |Intercon Chemical Company

Product Code Number: 0840

Information Phone: 1-314-771-6600

1100 Central Industrial Drive

Address:

Product use: Neutral Floor Cleaner

Emergency Contact: CHEMTREC 1-800-424-9300

St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Serious Eye Damage (Category 2B), Skin Corrosion (Category 3), Hazardous To The Aquatic Environment - Acute Hazard (Category 3), Hazardous To The
Aquatic Environment - Chronic Hazard (Category 4)

Section 2.1

- Label Elements

Hazard Pictograms: Not required

Precautionary Statements:

Signal Word: Warning

Hazard Statements:

H316: Causes mild skin irritation.
H320: Causes eye irritation.
H402: Harmful to aquatic life.
H413: May cause long lasting harmful effects to aquatic life.

P264+P265: Wash hands thoroughly after handling. Do not touch eyes.

P273: Avoid release to the environment.

P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if
present and easy to do - continue rinsing.

P337+P317: If eye irritation persists: Get medical help.

P332+P317: If skin irritation occurs: Get medical help.

P501: Dispose of contents/container in accordance with local/regional/national/international

regulations(to be specified).

Section 3 - Composition

Chemical Name CAS # Percent w/w
Nonylphenol Ethoxylate 127087-87-0 <2
Sodium Olefin Sulfate 68439-57-6 <2

Section 4 - First Aid Measures

IF ON SKIN: Flush with flowing water for at least 15 minutes or until slippery feeling disappears. If irritation occurs get medical attention.

IF IN EYES: Immediately rinse with water for 15 minutes. Remove contacts if present and easy to do. Continue rinsing. Get medical help immediately.
If eye irritation persists, get medical attention.

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

IF INHALED: Move victim to fresh air and keep at rest position comfortable for breathing. Get medical help if irritation occurs.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

Flash Point: Limits Extinguishing Media:
LEL: NA Water spray or fog, foam, dry chemical,
NA carbon dioxide, alcohol foam if product
UEL: NA involved

Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures

Use personal protection recommended in Section 8. Isolate the hazard area and deny entry to unnecessary and unprotected personnel. Stop leak if safe to do so. Contain
and/or absorb spill with inert material (e.g. sand, vermiculite), then place in a suitable container. Do not flush to sewer or allow to enter waterways. Use appropriate Personal
Protective Equipment (PPE). Scoop up material and place in a disposal container. Absorb spillage to prevent material damage. See section 13 for advice on waste disposal.

Section 7 - Handling and Storage

Do not get in eyes, on skin, or on clothing. Handle and open container with care. Do not eat, drink or smoke when using this product. Wash hands thoroughly after handling.
Do not touch eyes. Store locked up. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Nonylphenol Ethoxylate NE NE Respiratory:|not normally required Handle in accordance with good industrial hygiene and
" o P ] | safety practices. Provide suitable facilities for quick
Sodium Olefin Sulfate NE NE Eye:|safety glasses drenching or flushing of the eyes and body in case of

Skin:|gloves recommended contact or splash hazard.
Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability [flammability limits pressure
Orange liquid citrus NE 8.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity | pH(use dil) |Solubility(H,0)| coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.4 1.008 8 complete NE NE thin NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,

Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute toxicity STOST
Acute toxicity (oral [(derm.LD50) Reproduct. Repeated
Ingredient LD50) rat rabbit Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -single Exposure |exposure
Nonylphenol Ethoxylate 3,347mg/kg 6,000mg/kg irritant no no none none none
Sodium Olefin Sulfate >2000mg/kg >2000mg/kg irritant no no none none none

Section 12 - Ecological Information

Section 13 - Disposal Considerations

4-Nonylphenol Branched, Ethoxylated

Fish: LC50 = 8.6 mg/L (96h, Fish)
LC50 = 7.6 mg/L (96h, Bluegill Sunfish)
LC50 = 1 mg/L (96h, Brown Trout)
Invertebrates: No data

Algae/aquatic plants: No data

Not biodegradable

Sodium Olefin Sulfate

Toxic to aquatic life. Biodegradable.

The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,

State and Local regulations.

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description(IATA) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description(IMDG) Class Packing Group LTD QTY
Not Regulated

Section 15 - Regulatory Information

SARA Title 3: Glycol Ethers. Magnesium Nitrate. For more information consult sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of

1986.

CERCLA: Glycol Ethers. Ethylene Oxide (RQ = 10lbs). 1,4-dioxane (RQ = 100lbs). N,N-dimethylformamide (RQ = 100lbs). Sodium Hydroxide (RQ = 1,000lbs). Acetic Acid (RQ =

5,0001lbs). EDTA (RQ = 5,000lbs). For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68.

A\

Warning: This product can expose you to chemicals including 1,4-dioxane (CAS# 123-91-1), N,N-dimethylformamide (CAS# 68-12-2), Formaldehyde (CAS# 50-
00-0), and Methanol(CAS# 67-56-1) which is known to the State of California to cause cancer, birth defects, or other reproductive harm. For more information

go to www.P65Warnings.ca.gov.

Section 16 - Other Information

Date Prepared: 3 May 2024

HMIS:

Prepared by: Environmental, Health and Safety Administrator.

R-0

PPE-B

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet

88125

Section 1 - Product Information

Product Name: Pro-Con Systems Pink Pot and Pan

Supplier:

Intercon Chemical Company

Product Code Number: PINK

Information Phone: 1-314-771-6600

Product use: Pot and Pan Detergent

Emergency Contact: CHEMTREC 1-800-424-9300

Address:

1100 Central Industrial Drive

St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Serious Eye Damage/Eye Irritation (Category 2A), Skin Corrosion/Irritation (Category 3)

Section 2.1 - Label Elements

Hazard Pictograms

Precautionary Statements:

Signal Word: Warning

Hazard Statements:

H316: Causes mild skin irritation
H319: Causes serious eye irritation

P264+P265: Wash hands thoroughly after handling. Do not touch eyes.
P280: Wear eye protection.
P305+P351+P338: IF IN EYES:Rinse cautiously with water for several minutes. Remove contact lenses if
present and easy to do. Continue rinsing.
P332+P317: If skin irritation occurs: Get medical help.

P337+P317: If eye irritation persist: Get emergency medical help.

Section 3 - Composition

Chemical Name CAS # Percent w/w
Dodecylbenzenesulfonic acid, sodium salt 68081-81-2 20
Propylene glycol 57-55-6 9
Sodium Laureth Sulfate 9004-82-4 <6

Section 4 - First Aid Measures

IF ON SKIN: Flush with flowing water for at least 15 minutes or until slippery feeling disappears.

IF IN EYES: Flush with flowing water for 15 min. Remove contact lenses , if present and easy to do so. Continue Rinsing. Get medical help.

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. Get medical help.

Flash Point: Limits Extinguishing Media:
LEL: NA Dry chemical, carbon dioxide if product
NA involved.
UEL: NA

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors. Wear
self-contained positive pressurized breathing apparatus MSHA/NIOSH
Approved or equivalent to maintain TLV. UNUSUAL FIRE & EXPLOSION
HAZARD: Product will not burn.

Section 6 - Accidental Release Measures

Mop up & flush to sewer with plenty of water. Floors may be slippery. Use care to avoid falls

Section 7 - Handling and Storage

Store upright in original closed container. Do not get in eyes.

Ingredient OSHA PEL ACGIH TLV PPE General Hygiene Considerations: Handle

docvib fonic acid. sodi | - | e in accordance with good industrial
Dodecylbenzenesulfonic acid, sodium salt NE NE Respiratory: |not normally require hygiene and safety practices. Provide
Sodium Laureth Sulfate NE NE Eye: safety glasses suitable facilities for quick drenching or
Propylene Glycol 10mg/m® 10mg/m® Skin: alkali proof gloves flushing of the eyes and body in case or

contact or splash hazard.
Ventilation: Normal room ventilation
Section 9 - Physical and Chemical Properties
Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point | Evaporationrate |Flammabilityy flammability limits pressure
Pink Liquid Pleasant NE 8.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Partition

Vapor Density Density Specific Gravity| pH(use dil) |Solubility(H,0)| coefficient | Auto Ignitiontemp | Viscosity | Decomposition Temp

.62(air=1) 8.62 lbs/gal 1.033 8 complete NE NA 50-70cps NE
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Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute Acute STOST
toxicity(oral |toxicity(derm Reproduct. Repeated
Ingredient LD50) rat . LD50)rabbit | Skin and Eye | Carcinogen Mutagen Toxicity STOST -Single Exposure Exposure
Dodecylbenzenesulfonic acid,
sodium salt >1,080mg/kg | >2,000mg/kg irritant no no no info no info no info
Sodium Laureth Sulfate 2,414mg/kg | >2,000mg/kg | eye corrosive no no no info no info no info
Propylene Glycol >2,000mg/kg |>2,000mg/kg irritant no no no info no info no info
Other: Eye Damage or Irritation: May cause severe irritation with corneal damage which may result in permanent impairment of vision, even blindness. Chemical burns may
Section 12 - Ecological Information Section 13 - Disposal Considerations
Mixture not expected to be harmful to aquatic life. Products covered by this SDS, in their original form, are considered non-hazardous waste
according to RCRA (40 CFR 261). Dispose of in accordance with applicable Federal, State and
Dodecylbenzenesulfonic acid, sodium salt: Local regulations.
Toxic to aquatic life. Harmful to aquatic life with long-lasting effects.

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description(IATA) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description(IMDG) Class Packing Group LTD QTY
Not Regulated

Section 15 - Regulatory Information
SARA Title 3: No chemicals listed. For more information consult sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: No chemicals listed. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Warning: This product can expose you to chemicals including: 1,4-Dioxane (CAS # 123-91-1), and beta-myrcene (CAS # 123-35-3) which is/are known to the
State of California to cause cancer and/or birth defects or reproductive harm. For more information go to https://www.P65Warnings.ca.gov

Section 16 - Other Information

HMIS: R-0 PPE-A

Date Prepared: 4 Mar 2024 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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88139
Safety Data Sheet 88145

Section 1 - Product Information

Product Name: grade a Supplier: |Intercon Chemical Company

Product Code Number: 0234 Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: |No rinse sanitizer Emergency Contact: CHEMTREC 1-703-741-5970 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification in accordance with OSHA 29 CFR 1910: Eye Corrosive, Category 1 Skin Irritant, Category 2

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

Wash skin thoroughly after handling. Wear protective gloves/ protective clothing/ eye protection/ face
E@ protection.

IF ON SKIN: Wash with plenty of water. If skin irritation occurs: Get medical attention. Take off
contaminated clothing and wash it before reuse.

Signal Word: Danger IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to
do. Continue rinsing. Immediately call a POISON center or doctor/physician.

Hazard Statements:
Causes serious eye damage. Causes skin irritation

Section 3 - Composition

Quaternary ammonium compounds, di-C8-C10-alkyldimethyl, 68424-95-3 45
chlorides

Quaternary ammonium compounds, benzyl-C12-16-alkyldimethyl, 68424-85-1 3
chlorides

ethanol 64-17-5 1.5

Section 4 - First Aid Measures
Inhalation: Move to fresh air.If breathing is irregular or stopped, administer artificial respiration.

IF ON SKIN: Wash with plenty of soap and water. Take off contaminated clothes and wash before reusing. If skin irritation occurs get medical attention.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to do. Continue rinsing. If eye irritation persists get medical attention.

Ingestion: Give milk or water to dilute material; DO NOT induce vomiting. Contact a POISON center or physician if you feel unwell.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
Water spray or fog, foam, dry chemical Wear self-contained positive pressurized breathing apparatus
> 2009F LEL: NE carbon dioxide, alcohol foam, if product is MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &

EXPLOSION HAZARD:Use water spray to cool adjacent fire exposed
containers. Product will not burn but may splatter if temperature exceeds
boiling point.

Section 6 - Accidental Release Measures

UEL: NE involved.

Dike large spills and pump to suitable containers. Mop up small spills and flush to sewer with plenty of water. Floors may be slippery. Use care to avoid falls.

Section 7 - Handling and Storage
Do not contaminate water, food or feed. Avoid all contact. Store upright in original closed container. Store locked up.
Other Precautions: Do not get in eyes, on skin or on clothing. Remove & wash contaminated clothing before reuse.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Respiratory:|Not normally required Handle in accordance with good industrial hygiene and
Quaternary ammonium safety practices. Provide suitable facilities for quick

compounds, di-C8-10- Eye:|Chemical resistant glasses drenching or flushing of the eyes and body in case of

alkyldimethyl, chlorides not listed not listed Skin:|Chemical resistant gloves contact or splash hazard.

ethanol 1ppm 1ppm Ventilation|Normal Room Ventilation
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Section 9 - Physical and Chemical Properties

Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
<1
colorless liquid mild NE 8.0 NE 212°F (water =1) |notflammable NA NE
Density Solubility Partition Auto Ignition
Vapor Density (lbs/gal) Specific Gravity pH(use dil) (in water) coefficient temp Viscosity Decomposition Temp
>1(air=1) 8.23 0.988 7.0 complete NE NA thin NE

Section 10 - Stability and Reactivity

Stability: Stable.

Hazardous Polymerization: Will not occur.

Incompatibility (Materials to Avoid): Strong oxidizing agents, reducing agent Anionics.

Hazardous Decomposition Products: If burned, normal combustion products: Carbon Dioxide, Carbon Monoxide; Nitrous Oxides.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
Ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity ~ |STOST -single Exposure ~ |exposure
Quaternary ammonium 344 mg/kg 3,340 mg/kg corrosive no data no data no data no data no data
compounds, di-C8-10-
alkyldimethyl, chlorides
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available for this product. Dispose of in accordance with local, state and federal regulations. Use method outlined in
local EPA and Governmental Regulations. Contact your local EPA office.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY

Disinfectant Liquid, Not Regulated

Section 15 - Regulatory Information

SARA TITLE Il (EPCRA) NOTIFICATION: Does not contain chemicals subject to the reporting requirements of Section 302, 304, or 313 of Title Il of the Superfund Amendments
and Reauthorization Act of 1986.

COMPREHENSIVE ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT (CERCLA) NOTIFICATION: This does not contain chemicals subject to reporting under
CERCLA

For more information, consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68.

Section 16 - Other Information

WHMIS: HMIS: R-0 PPE-C

Date Prepared: 14-Nov-19 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88147

Section 1 - Product Information

Product Name: Pro-Con SYSTEMS turquoise 4 Supplier: |Intercon Chemical Company

Product Code Number: TUR4 Information Phone: 800-323-9218 Add 1170 Central Industrial Dr
ress:

Product use: Hospital grade disinfectant Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Skin corrosion: Category 1A, Serious eye damage: Category 1, Short-term (acute) aquatic hazard: Category 1, Long-term (chronic) aquatic hazard:
Category 2

Section 2.1 - Label Elements

Hazard Pictograms: Precautionary Statements:
Prevention:
i P264 - Wash skin thoroughly after handling.

P273 - Avoid release to the environment.

P280 - Wear protective gloves/ protective clothing/ eye protection/ face protection.

Signal Word: Danger Response:

P301 + P330 + P331 - IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

P303 + P361 + P353 - IF ON SKIN (or hair): Take off immediately all contaminated clothing. Rinse skin
with water.

P304 + P340 + P310 - IF INHALED: Remove person to fresh air and keep comfortable for breathing.
Immediately call a POISON CENTER/ doctor.

P305 + P351 + P338 + P310 - IF IN EYES: Rinse cautiously with water for several minutes. Remove contact
lenses, if present and easy to do. Continue rinsing. Immediately call a POISON CENTER/ doctor.

P363 - Wash contaminated clothing before reuse.

P391 - Collect spillage.

Storage:

P405 - Store locked up.

Disposal:

P501 - Dispose of contents/container in accordance with local regulation.

Hazard Statements:
H314 - Causes severe skin burns and eye damage.
H400 - Very toxic to aquatic life
H411 - Toxic to aquatic life with long lasting effects

Section 3 - Composition

Active ingredient CAS # Percent w/w
Tetrasodium ethylenediaminetetraacetate 64-02-8 >=5-<10
Quaternary ammonium compounds, di-C8-10-alkyldimethyl,
. 68424-95-3 >=3-<5
chlorides

Nonylphenol branched ethoxylated 127087-87-0 >=25-<3

Alkyl (C12-16) dimethylbenzyl ammonium chloride 68424-85-1 > 1-<25
Ethanol 64-17-5 >>1-<3

Section 4 - First Aid Measures

In case of skin contact: After contact with skin, wash immediately with plenty of soap and water. Consult a physician.

In case of eye contact: In case of contact with eyes, rinse immediately with plenty of water and seek medical advice. Call a physician immediately.

If swallowed: Call a physician immediately. Clean mouth with water and drink afterwards plenty of water. Do not induce vomiting without medical advice. Never give
anything by mouth to an unconscious person.

If inhaled: Remove to fresh air. If breathing is irregular or stopped, administer artificial respiration.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

Flash Point: Limits Extinguishing Media:
Dry powder, water spray or foam Wear self-contained positive pressurized breathing apparatus
LEL: NE MSHA/NIOSH approved or equivalent to maintain TLV.
NE UNUSUAL FIRE & EXPLOSION HAZARD: Use water spray to cool adjacent
fire exposed containers. Product may splatter if temperature exceeds
UEL: NE - .
boiling point.

Section 6 - Accidental Release Measures

Don appopriate PPE. Sweep up or vacuum up spillage and collect in suitable container for disposal. Do not flush into surface water or sanitary sewer system. Prevent
product from entering drains. Floors may be slippery. Use care to avoid falls. Use respirator when performing operations involving potential exposure to vapor of the
product.
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Section 7 - Handling and Storage

Ingredient

OSHA PEL: ACGIH TLV

PPE

Take precautionary measures against static discharges. Avoid contact with skin and eyes. Provide sufficient air exchange and/or exhaust in work rooms. Keep container
tightly closed and dry. Keep away from food, drink and animal feeding stuffs. Storage temperature: < 60°C.

General Hygiene Considerations:

ethanol

1000ppm 1000ppm

Respiratory:

In the case of vapor formation
use a respirator with an

approved filter.

Eye:

Tightly fitting safety goggles

Skin:

Choose body protection
according to the amount and
concentration of the
dangerous substance at the
work place. No special
protective equipment

required.

Hand:

Wear suitable gloves. Take
note of the information given
by the producer concerning
permeability and break
through times, and of special
workplace conditions
(mechanical strain, duration

of contact).

Ventilation:

Normal Room Ventilation

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
contact or splash hazard.
Avoid contact with skin, eyes and clothing. Wash hands
before breaks and immediately after handling the

product.

Section 9 - Physical and Chemical Properties

Appearance Odor

Odor Threshold pH

Melting Point

Boiling Point

Evaporation
Rate

Flammability

Upper/Lower
Flammability Limits

Vapor
Pressure

Green liquid lemon

NE 12-13.5

NE

212°F

1(water=1)

not flammable

NA

NE

Density

Vapor Density (Ibs/gal)

Specific Gravity pH(use dil)

Solubility
(in water)

Partition
Coefficient

Auto Ignition
Temp

Viscosity

Decomposition Temp

NE 8.43

1.012 10-11

complete

NE

NA

Thin

NE

Section 10 - Stability and Reactivity

Reactivity: Stable under recommended storage conditions.
Stability: Stable under normal conditions.
Hazardous Polymerization: Will not occur.
Incompatibility (Materials to Avoid): Strong oxidizing agents, reducing agent Anionics.
Hazardous Decomposition Products: Thermal decomposition can lead to the release of irritating gasses and vapors.

Section 11- Toxicological Information

Acute toxicity

Acute oral toxicity

Acute inhalation toxicity

Acute dermal toxicity

LD50: > 2,000 mg/kg
>2 mg/l

LD50: > 2,000 mg/kg

Skin corrosion/irritation

Serious eye damage/eye
irritation

Respiratory or skin
sensitization

Assessment: Corrosive

Result: Corrosive

Assessment: negative skin sensitizer
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Carcinogenicity

IARC No component of this product present at levels greater than or equal to 0.1% is identified as probable, possible or confirmed human
carcinogen by IARC.
OSHA No component of this product present at levels greater than or equal to 0.1% is on OSHA’s list of regulated carcinogens.
NTP No component of this product present at levels greater than or equal to 0.1% is identified as a known or anticipated carcinogen by NTP.
ACGIH Confirmed animal carcinogen with unknown relevance to humans.
Ethanol 64-17-5
Other:

Information given is based on data on the components and the toxicity of similar products.

The following toxicological data refer to:
Alkyl (C12-16) dimethylbenzyl ammonium chloride(CAS-No.: 68424-85-1)

Acute oral toxicity

Acute dermal toxicity

LD50 (Rat): ca. 344 mg/kg

GLP: no

LD50 (Rabbit, male and female): 3,412 mg/kg
Method: OPPTS 870.1200

GLP: no

Skin corrosion/irritation
Species: Rabbit
Exposure time: 4 h
Method: DOT

Result: Corrosive

GLP: no

Respiratory or skin sensitization

Test Type: Buehler Test

Species: Guinea pig

Assessment: Did not cause sensitization on laboratory animals.
Method: OECD Test Guideline 406

Result: not sensitizing

GLP: yes

Germ cell mutagenicity
Genotoxicity in vitro

Test Type: Ames test

Species: Salmonella typhimurium
Metabolic activation: yes
Method: OECD Test Guideline 471
Result: not mutagenic

GLP: yes GLP: yes

Test Type: Chromosome aberration test in vitro
Species: Human lymphocytes

Metabolic activation: yes

Method: OECD Test Guideline 473

Result: non clastogenic

Test Type: gene mutation test
Species: Chinese hamster ovary cells
Metabolic activation: yes

Method: OECD Test Guideline 476
Result: not mutagenic

GLP: yes

GLP: yes

Test Type: unscheduled DNA synthesis assay
Species: rat hepatocytes

Method: OECD Test Guideline 482

Result: negative

Germ cell mutagenicity
Genotoxicity in vivo

Test Type: In vivo micronucleus test
Species: Mouse (male and female)
Cell type: Bone marrow
Application Route: oral (gavage)
Method: OECD Test Guideline 474
Result: not mutagenic

GLP: yes

Reproductive toxicity
Effects on fertility

Test Type: Two-generation study

Species: Rat, female

Application Route: Ingestion

Dose: 0-300-1000-2000 ppm

General Toxicity - Parent: NOAEL: 67 - 106 mg/kg body weight
General Toxicity F1: 54 - 86 mg/kg body weight

General Toxicity F2: NOAEL: 54 - 86 mg/kg body weight
Fertility: NOAEL: 112 - 161 mg/kg body weight

Method: OECD Test Guideline 416

Result: Animal testing did not show any effects on fertility.
GLP: yes

Test Type: Two-generation study

Species: Rat, male

Application Route: Ingestion

Dose: 0-300-1000-2000 ppm

General Toxicity - Parent: NOAEL: 51 - 102 mg/kg body weight
General Toxicity F1: NOAEL: 41 - 83 mg/kg body weight
General Toxicity F2: NOAEL: 41 - 83 mg/kg body weight
Fertility: NOAEL: 139 - 198 mg/kg body weight

Method: OECD Test Guideline 416

Result: Animal testing did not show any effects on fertility.
GLP: yes
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Effects on fetal development  Species: Rat

Strain: Sprague-Dawley

Application Route: Oral

Dose: 0-10-30-100 milligram per kilogram

General Toxicity Maternal: NOEL: 8.1 mg/kg bw/day
Developmental Toxicity: NOAEL: 81 mg/kg body weight
Method: OECD Test Guideline 414

Result: No effects on fertility and early embryonic development
were detected.

GLP: yes
Repeated dose toxicity Species: Dog, female Species: Dog, male Species: Rat, male Species: Rat, female
NOAEL: 45 mg/kg NOAEL: 50 mg/kg NOAEL: 31 mg/kg NOAEL: 38 mg/kg
Application Route: Dietary Application Route: Dietary Application Route: Dietary Application Route: Dietary
Exposure time: 90 d Exposure time: 90 d Exposure time: 90 d Exposure time: 90 d
Number of exposures: daily Number of exposures: daily ~ Number of exposures: daily  Number of exposures: daily
Dose: 0-500-1500-3000 ppm Dose: 0-500-1500-3000 ppm  Dose: 0-6-31-62 mg/kg Dose: 0-8-38-77 mg/kg
Method: OECD Test Guideline Method: OECD Test Guideline 408
408 GLP: yes
GLP: yes
Section 12 - Ecological Information Section 13 - Disposal Considerations
Ecotoxicity no data available Disposal methods

Persistence and degradability no data available

Bioaccumulative potential

Components:

Quaternary ammonium compounds, di-C8-10-alkyldimethyl, chlorides:

Waste from residues Dispose of in accordance with local regulations.

Contaminated packaging Dispose of as unused product.

Partition coefficient: n-octanol/water: log Pow: 2.59 (20 °C)

pH: 7

Method: Calculation method
Alkyl (C12-16) dimethylbenzyl ammonium chloride:

Partition coefficient: n-octanol/water: log Pow: 2.75 (20 °C)
Method: OECD Test Guideline 107

GLP: yes
Ethanol:

Partition coefficient: n-octanol/water: log Pow: -0.3

Mobility in soil

Other adverse effects
Ozone-Depletion Potential Regulation: US. EPA Clean Air Act (CAA) Section

Additional ecological There is no data available for this product.

information

no data available

602 Ozone-Depleting Substances (40 CFR 82,
Subpt. A, App A & B)

Remarks: This product neither contains, nor was
manufactured with a Class | or Class Il ODS as
defined by the U.S. Clean Air Act Section 602 (40
CFR 82, Subpt. A, App.A + B).

Section 14 - Transport Information

UN number Basic Description (DOT) Class Packing Group LTD QTY
Disinfectant, Not Regulated

UN number Basic Description (IATA) Class Packing Group LTD QTY
Disinfectant, Not Regulated

UN number Basic Description (IMDG) Class Packing Group LTD QTY

Disinfectant, Not Regulated
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Section 15 - Regulatory Information

SARA TITLE 11l (EPCRA) NOTIFICATION: Does not contain chemicals subject to the reporting requirements of Section 302 or 304 of Title Ill of the Superfund Amendments and
Reauthorization Act of 1986.

This product does contain the following product subject to the reporting requirements of Section 313 of Title Ill of the Superfund Amendments and Reauthorization Act of
1986:
Nonylphenol branched ethoxylated, CAS No. 127287-87-0, Concentration >=1-<5%

The following chemical(s) are listed under the U.S. Clean Air Act Section 111 SOCMI Intermediate or Final VOC's (40 CFR 60.489):
Ethanol, CAS No. 64-17-5, Concentration>=1-<5%

California Prop. 65
This product does not contain any chemicals known to State of California to cause cancer, birth defects, or any other reproductive harm.

COMPREHENSIVE ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT (CERCLA) NOTIFICATION: This does not contain chemicals subject to reporting under
CERCLA For more information, consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68.

Section 16 - Other Information

@ HMIS: R-0 PPE-C
-
Date Prepared: 08 Nov 2024 Prepared by: Director of Technical Service, Research and Development

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: GHS - Globally Harmonized System; CAS - Chemical Abstracts Service; NA - Not Applicable; MSHA - Mine Safety and HealthAdministration; NIOSH -
National Institute for Occupational Safety and Health; TLV - threshold limit value; PPE - personal protection equipment; OSHA - Occupational Safety and Health
Administration; PEL - Permissable Exposure Limit; ACGIH - American Conference of Governmental and Industrial Hygienists;NE - Not Established; STOT - Specific Target Organ
Toxicity; HMIS - Hazard Materials Identification System; NOEC - No Observed Effect Concentration; CERCLA -Comprehensive Environmental Response, Compensation, and
Liability Act; RQ - DOT Reportable Quantity; DOT - Department of Transportation (49 CFR parts 100 to 185); IATA - International Air Transport Association; IMDG -
International Code for the maritime transport of Dangerous Goods.
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Safety Data Sheet 88151

Section 1 - Product Information
Product Name: Pro-Con SYSTEMS yellow ODOR NEUTRALIZER & DEODORANT

Supplier: |Intercon Chemical Company

Product Code Number: YLLW Information Phone:1-314-771-6600 1100 Central Industrial Drive

Address:

Product use: |Odor Neutralizer Emergency Contact:CHEMTREC 1-800-424-9300 St. Louis MO 63110

Section 2 - Hazard Identification

GHS Classification: Does not contain sufficient quantities of hazardous ingredients to warrant GHS classification

Section 2.1 - Label Elements

Hazard Pictograms:
NA

Precautionary Statements:

Observe general safety precautions when handling chemicals.

Signal Word: NA

Hazard Statements:
Does not contain sufficient quantities of hazardous ingredients to
warrant GHS classification. May cause eye irritation and prolonged
exposure may be irritating to the skin.

Section 3 - Composition

Chemical Name CAS # Percent w/w
Alkyl Phenol 9016-46-9 <3
Isopropyl Alcohol 67-63-0 2

Section 4 - First Aid Measures

Skin: Flush with flowing water for 15 min.

Eyes: In case of eye contact, rinse with plenty of water and seek medical attention if irritation persists.

Inhalation: Remove to fresh air

Ingestion: Give milk or water to dilute material. DO NOT induce vomiting.Call a physician or POISON CENTER immediately.Never give anything by mouth to an unconcious
person.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
> 200%F LEL: NA Dry chemical, carbon dioxide if product Wear self-contained positive pressurized breathing apparatus
. involved MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Alkyl Phenol No data No data Respiratory:|not normally required Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
Isopropyl Alcohol 400ppm 400ppm Eye:[safety glasses

drenching or flushing of the eyes and body in case of
contact or splash hazard.

Skin:|gloves recommended

Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
yellow lig. pleasant NE 9 NE 2129F >1.0(water =1) No NA 17mm(Hg)

Partition Auto Ignition
Vapor Density|  Density Specific Gravity pH(use dil) [Solubility(H,0)| coefficient temp viscosity Decomposition Temp

.62(water = 1) 8.3 0.996 8 complete NE NA thin NE
Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity ~ |STOST -single Exposure ~ |exposure
Alkyl Phenol No data available |No data irritant no info no info no info no info no info
Isopropyl Alcohol >5000mg/kg >5000mg/kg |irritant no info no info no info no info no info
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,
State and Local regulations.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY

Not Regulated

Section 15 - Regulatory Information
SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA:Does not contain chemicals subject to reporting under CERCLA. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information
Date Prepared: 04-01-2015 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge, information and belief at the date of its publication. The information given is
designed only as guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The

information relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the
text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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88152

Safety Data Sheet

Section 1 - Product Information

Product Name: Pro-Con SYSTEMS blue

Supplier: |Intercon Chemical Company

Product Code Number: BLUE

Information Phone: 1-314-771-6600

1100 Central Industrial Drive

Product use:

Glass Cleaner Concentrate

Emergency Contact: CHEMTREC 1-800-424-9300

Address:
St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Corrosive(skin) Category 1C, Corrosive(eye) Category 1, Flammable Category 3

Section 2.1 - Label Elements

Hazard Pictograms

& ®

Precautionary Statements:

Signal Word: Danger

Hazard Statements:
Causes severe skin burns and eye damage. Flammable Liquid and

Vapor.

before reuse.

Wear protective gloves and eye protection. Wash thoroughly after handling. Do not breathe mist. Keep
container tightly closed. Keep away from heat - No smoking Use explosion proof electrical equipment.
Take precautionary measures against static discharge. Use only non-sparking tools. In case of fire, use
water spray or fog, foam, dry chemical, carbon dioxide, alcohol foam for extinction.

If ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash clothes

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to
do. Continue rinsing.
IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest in a position comfortable for breathing.
Immediately call a POISON CENTER or doctor

Section 3 - Composition

Chemical Name CAS # Percent w/w
Isopropanol 67-63-0 <20
2-butoxy ethanol 111-76-2 10
Ammonium Hydroxide 7664-41-7 <1

Section 4 - First Aid Measures

If ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash clothes before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, if present and easy to do. Continue rinsing.

IF INHALED: Remove to fresh air and keep at rest in a position comfortable for breathing.

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

Immediately call a POISON CENTER or doctor

Flash Point: Extinguishing Media:
Water spray or fog, foam, dry chemical,
80°F LEL: 2.1 carbon dioxide, alcohol foam, if product is
UEL: NE involved.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV.UNUSUAL FIRE &
EXPLOSION HAZARD: Flammable. Keep away from heat, sparks and open
flame. Use water spray to cool adjacent fire exposed containers.

Section 6 - Accidental Release Measures

Isolate from sources of ignition. Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

place.

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container. Keep container tightly closed. Store in a cool, well ventilated

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
isopropanol 400ppm 400ppm Respiratory:|not normally required Handle in accordance with good industrial hygiene and
b hanol ; I safety practices. Provide suitable facilities for quick
2-butoxy ethano >0ppm 25ppm Eye:[safety glasses drenching or flushing of the eyes and body in case of
Ammonium Hydroxide 50ppm 25ppm Skin:|water proof gloves contact or splash hazard.
Ventilation|Normal room ventalization
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flash Point flammability limits pressure
blue liquid pleasant NE 12 NE 1809F 1.0(water =1) 809F NA/2.1 100mm (Hg)

Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity pH(use dil) [Solubility(H,0)| coefficient temp Viscosity Decomposition Temp
3 7.5 0.9 9 complete NE NA Thin NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST -single Exposure  |exposure
isopropanol >5000mg/kg no effect irritation no info no info no info no info no info
2-butoxy ethanol NE NE NE NE NE NE NE NE
Ammonium Hydroxide 350mg/kg NE severe NE investigated  |NE NE NE
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available The products covered by this SDS, in their original form, are considered corrosive
waste(D002), and ignitable(D001) according to RCRA(40 CFR 261).Dispose of in
accordance with applicable Federal, State and Local regulations.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY
UN2927 Flammable liquids, corrosive,n.o.s(isopropyl alcohol, ammonium hydroxide) 3(8) 1} <5L

Section 15 - Regulatory Information
SARA TITLE Il (EPCRA) NOTIFICATION: ISOPROPYL ALCOHOL, GLYCOL ETHERS [Reportable under section 313 and section 6607 of the Pollution Prevention Act]
CERCLA:Glycol Ethers. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

Date Prepared: 19-Sep-2017 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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88166
Safety Data Sheet

Section 1 - Product Information

Product Name: lo-suds Supplier: |Intercon Chemical Company

Product Code Number: 0862 Information Phone:1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: [Liquid low suds bar glass wash Emergency Contact:CHEMTREC 1-800-424-9300 St. Louis MO 63110

Section 2 - Hazard Identification

Does not contain sufficient quantities of hazardous material to warrant GHS classification

Section 2.1 - Label Elements
Hazard Pictograms:NA Precautionary Statements:

Observe general safety precautions when handling chemicals.

Signal Word:NA

Hazard Statements:
Does not contain sufficient quantities of hazardous material to
warrant GHS classification. May be irritating to the skin and eyes.

Section 3 - Composition

Chemical Name CAS # Percent w/w

Methyl Oxirane polymer 9003-11-6 8

Section 4 - First Aid Measures
Skin: Flush with flowing water for 15 min. If irritation persists get medical advice

Eyes: In case of eye contact, rinse with plenty of water and seek medical attention if irritation persists.

Inhalation: Remove to fresh air

Ingestion: Give milk or water to dilute material; DO NOT induce vomiting. Call a POISON center or physician if you feel unwell.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
Dry chemical, carbon dioxide if product Wear self-contained positive pressurized breathing apparatus
one LELINA involved MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL|NA - EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin:[water proof gloves contact or splash hazard.

Methyl Oxirane polymer Not listed Not listed Respiratory:|not normally required

Eye:[safety glasses

Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
Blue Liquid Mild NE 8.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.45 1.01 8 complete NE NA thin NE

Section 10 - Stability and Reactivity

Carbon Monoxide and Nitrous Oxides may occur.

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,

Section 11- Toxicological Information

Acute toxicity STOST
Acute toxicity  |(derm. Reproduct. Repeated
Ingredient (oral LD50) rat  |LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST -single Exposure  |exposure
Methyl Oxirane polymer >5000mg/kg no effect no effect no info no info no info no info no info

Other:

Section 12 - Ecological Information

Section 13 - Disposal Considerations

No information available

The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,
State and Local regulations.

Section 14 - Transport Information

UN number

Basic Description(DOT)

Class Packing Group LTD QTY

Not Regulated

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.
CERCLA:Does not contain chemicals subject to reporting under CERCLA. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

WHMIS:

Date Prepared: 04-09-2015

HMIS:

Prepared by: Environmental, Health and Safety Administrator.

Section 16 - Other Information

R-0 PPE-B

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88198

Section 1 - Product Information

Product Name: inter-lube Supplier: |Intercon Chemical Company
Product Code Number: 0582 Information Phone: 1-314-771-6600 Address: 1100 Central Industrial Drive
Product use: [Lubricating agent Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis, MO 63110
Section 2 - Hazard Identification
GHS Skin Corrosion Eye Damage
classification 1C 1

Section 2.1 - Label Elements
Signal Word: Hazard Pictograms Hazard Statements:

Danger Causes severe skin burns and eye damage

Precautionary Statements: Prevention

Wash hands, forearms and any exposed skin thoroughly after handling. Wear protective gloves/protective clothing/eye protection/face protection. Do not breathe
dust/fume/gas/mist/vapours/spray.

Precautionary Statements: Response

IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. IF ON SKIN (or hair): Rinse skin with water [or shower]. Take off immediately all contaminated clothing. Wash
contaminated clothing before reuse. IF INHALED: Remove person to fresh air and keep comfortable for breathing. IF IN EYES: Remove contact lenses, if present and easy to do.
Continue rinsing. Rinse cautiously with water for several minutes. Immediately call a POISON CENTER or doctor

Precautionary Statements: Storage

Store locked up.

Precautionary Statements : Disposal

Dispose of contents/container to an approved waste handling facility

Section 3 - Composition

Chemical Name CAS # Percent w/w
1-Dodecanamine, N,N-dimethyl-, N-oxide 1643-20-5 3
Potassium Hydroxide 1310-58-3 <.5

Section 4 - First Aid Measures
If inhaled and if breathing is difficult, remove victim to fresh air and keep at rest in a position comfortable for breathing. Immediately call a POISON CENTER or
doctor/physician.

If on skin (or hair): Remove/Take off immediately all contaminated clothing. Rinse skin with water/shower. Wash contaminated clothing before reuse. Immediately call a
POISON CENTER or doctor/physician
In case of contact, immediately flush eyes with plenty of water for at least 15 minutes. If easy to do, remove contact lenses, if worn. Get medical attention immediately.

If swallowed, do NOT induce vomiting unless directed to do so by medical personnel. Never give anything by mouth to an unconscious person. Immediately call a POISON
CENTER or doctor/physician

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
Wear self-contained positive pressurized breathing apparatus

LEL: NA Use extinguishing measures that are ) o
None appropriate to local circumstances. Chemical MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA does not burn EXPLOSION HAZARD:

Hazardous combustion products: Carbon oxides.
Explosion data: Not sensitive to mechanical impact. It is sensitive to static discharge.
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Section 6 - Accidental Release Measures
Use personal protection recommended in Section 8. Isolate the hazard area and deny entry to unnecessary and unprotected personnel. Contain and/or absorb spill with inert

material (e.g. sand, vermiculite), then place in a suitable container. Do not flush to sewer or allow to enter waterways. Use appropriate Personal Protective Equipment (PPE).
Scoop up material and place in a disposal container. Provide ventilation.

Section 7 - Handling and Storage
Do not get in eyes, on skin, or on clothing. Avoid breathing dust/fume/gas/mist/vapours/spray. Do not swallow. Handle and open container with care. Do not eat, drink or
smoke when using this product.Launder contaminated clothing before reuse. Wash hands before eating, drinking, or smoking.Keep out of the reach of children. Keep
container tightly closed. Store in a dry, cool and well-ventilated area.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
sodium hydroxide 2mg/m’® 2mg/m’® Respiratory: Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
Eye: drenching or flushing of the eyes and body in case of
Skin: contact or splash hazard.
Ventilation
Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
Amber liquid | Characteristic NE 12.5 NE NE NE not flammable NA NE
Density Solubility Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity | pH(use dil) (in water) coefficient temp Viscosity Decomposition Temp
NE 8.62 1.036 10 Complete NE NA NE NE

Section 10 - Stability and Reactivity
Reactivity - No dangerosu, Chemical stability - stable under recommended storage conditions. Possibility of Hazardous Reactions - none under normal processing. Hazardous
polymerization does not occur. Avoid heat, flames and sparks. No known in compatible materials. Hazardous decomposition products include carbon oxides.

Section 11- Toxicological Information

Conveyor Lube Skin corrosion/irritation : Causes severe skin burns

LD50 oral rat > 2000 mg/kg (Calculated Acute Toxicity Estimate) Serious eye damage/irritation : Causes serious eye damage.

LD50 dermal rabbit > 2000 mg/kg (Calculated Acute Toxicity Estimate) Respiratory or skin sensitisation : Based on available data, the classification criteria are not
LC50 inhalation rat > 20 mg/|/4h (Calculated Acute Toxicity Estimate) met

1-Dodecanamine, N,N-dimethyl-, N-oxide (1643-20-5) Germ cell mutagenicity : Based on available data, the classification criteria are not met
LD50 oral mouse 2700 mg/kg Carcinogenicity : Based on available data, the classification criteria are not met

Sodium Hydroxide (1310-73-264-02-8) Reproductive toxicity : Based on available data, the classification criteria are not met

LD50 dermal rabbit 1350 mg/kg Specific target organ toxicity (single exposure) : Based on available data, the classification

criteria are not met

Specific target organ toxicity (repeated exposure) : Based on available data, the
classification criteria are not met

Aspiration hazard : Based on available data, the classification criteria are not met
Symptoms/injuries after inhalation : Causes severe damage to the respiratory tract.
Symptoms/injuries after skin contact : Causes severe burns. Symptoms may include
redness, pain, blisters.

Symptoms/injuries after eye contact : Causes serious eye damage. Symptoms may include
discomfort or pain, excess blinking and tear production, with marked redness and swelling
of the conjunctiva. May cause burns.

Symptoms/injuries after ingestion : May be harmful if swallowed. May cause stomach
distress, nausea or vomiting. May cause burns or irritation of the linings of the mouth,
throat, and gastrointestinal tract.
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Section 12 - Ecological Information

Section 13 - Disposal Considerations

May cause long-term adverse effects in the aquatic environment.

possible.

This material must be disposed of in accordance with all local, state, provincial, and
federal regulations. The generation of waste should be avoided or minimized wherever

Section 14 - Transport Information

UN number

Basic Description(DOT)

Class

Packing Group

LTD QTY

UN1719

Caustic alkali liquids, n.o.s(Potassium Hydroxide)

<5L

Section 15 - Regulatory Information

All components of this product are listed, or excluded from listing, on the United States Environmental Protection Agency Toxic Substances Control Act (TSCA) inventory. All
components of this product are listed, or excluded from listing, on the Canadian DSL (Domestic Substances List) and NDSL (Non-Domestic Substances List) inventories. This

product does not contain a chemical known to the State of California to cause cancer, birth defects or other reproductive harm.

Section 16 - Other Information

WHMIS:

HMIS:

Date Prepared:

16-Mar-2017 Prepared by: Environmental, Health and Safety Administrator.

PPE- X

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet

88235

Section 1 - Product Information

Product Name: Pearly

Supplier: |Intercon Chemical Company

Product Code Number: 878

Information Phone: 314-771-6600

1100 Central Industrial Dr

Product use: Manual Warewash Detergent

Emergency Contact: CHEMTREC 1-800-424-9300

Address:

St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Eye Irritant Category 2B

Section 2.1 - Label Elements

Hazard Pictograms:

None

Precautionary Statements:

Signal Word: Warning

Hazard

Statements:

H320: Causes eye irritation.

P264+P265: Wash hands thoroughly after handling. Do not touch eyes.

P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if
present and easy to do. Continue rinsing.

P337+P317: If eye irritation persists: Get medical help.

Section 3 - Composition

Chemical Name CAS # Percent w/w
Dodecylbenzenesulfonic acid, sodium salt 68081-81-2 <5
Sodium Laureth Sulfate 68585-34-2 <3
Cocoamidopropyl betaine 61789-40-0 <2

Section 4 - First Aid Measures

Skin: Flush with flowing water for 15 min. If irritation occurs, get medical help.

Eyes: In case of eye contact, flush with plenty of water for 15 minutes. Remove contact lenses, if applicable, and continue rinsing. Seek medical attention immediately

Inhalation: Remove to fresh air

symtoms occur.

Ingestion: Rinse mouth. Never give anything by mouth to an unconscious person. Do not induce vomiting unless directed by medical personnel. Seek medical attention if

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

Flash Point: Limits: Extinguishing Media:
LELINA Dry chemical, carbon dioxide if product
NA involved.
UEL|NA

Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures

Don appropriate PPE. Mop up and flush to sewer with plenty of water. Floors may be slippery. Use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only. Not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Dodecylbenzenesulfonic acid, sodium salt NE NE Respiratory: Not required Handle in accordance with good industrial hygiene and
i L Sulf . I safety practices. Provide suitable facilities for quick
Sodium Laureth Sulfate NE NE Eye: Safety Goggles drenching or flushing of the eyes and body in case of
Cocoamidopropyl betaine NE NE Skin: Nitrile gloves

contact or splash hazard.

Ventilation: Normal Room.

Section 9 - Physical

and Chemical Properties

Evaporation Upper/lower flammibility Vapor
Appearance odor odor threshold pH Melting Point| Boiling point rate Flammability limits pressure
Pink liquid Lilac NE 7-8 NE 212¢9F >1.0(water =1) No NA 17mm(Hg)
Solubility Partition Auto Ignition
Vapor Density Density Specific Gravity | pH(use dil) (H,0) coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.7 1.05 7-8 complete NE NA 400-500cps NE
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Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute toxicity STOST -
Acute toxicity (oral|(derm. Reproduct. Repeated
Ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity STOST - Single Exposure |Exposure
Dodecylbenzenesulfonic acid, 1,080 mg/k 52,000 me/k irritant N N N NE NE
sodium salt , mg/kg X mg/kg irritan ) 0 0

. Possible
Sodium Laureth Sulfate >2,000 mg/kg | >2,000 mg/kg irritant No NE NE NE NE

. . Possible
Cocoamidopropyl betaine 2,335 mg/kg >2,000 mg/kg irritant No No No No No

Section 12 - Ecological Information

Section 13 - Disposal Considerations

Mixture not expected to be harmful to aquatic life.

Dodecylbenzenesulfonic acid, sodium salt:

Sodium laureth sulfate:

No measurable toxicity.
Cocoamidopropyl betaine:

Toxic to aquatic life. Harmful to aquatic life with long-lasting effects.

Toxic to aquatic life. Harmful to aquatic life with long-lasting effects.
Accumulation in aquatic organisms is expected.

Products covered by this sds are not considered to be hazardous waste according to
RCRA(40 CFR 261). Care should be used to avoid introduction to sewers and waterways.
Dispose of in accordance with applicable Federal, State and Local regulations.

Section 14 - Transport Information

UN number Basic Description (DOT) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description (IATA) Class Packing Group LTD QTY
Not Regulated

UN number Basic Description (IMDG) Class Packing Group LTD QTY
Not Regulated

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: Dodecylbenzenesulfonic acid, sodium salt (RQ-1000 Ibs). For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68.

A\

Warning: This product can expose you to chemicals including Methanol (CAS# 67-56-1), Formaldehyde (CAS# 50-00-0), Dichloroacetic acid (CAS# 79-43-6),
Methyleugenol (CAS# 93-15-2), and Methyl chavicol (CAS# 140-67-0) which are known to the State of California to cause cancer and/or birth defects or
reproductive harm. For more information go to www.P65Warnings.ca.gov

Section 16 - Other Information

Date Prepared: 23 Jan 2024

HMIS: Reactivity-0 PPE- A

Prepared by: Director of Technical Services, Research and Development

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88268

Section 1 - Product Information

Product Name: sani-suds Supplier: |Intercon Chemical Company

Product Code Number: 0940 Information Phone:1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: |Hand and Body Cleaner Emergency Contact:CHEMTREC 1-800-424-9300 St. Louis MO 63110

Section 2 - Hazard Identification

GHS Classification: Eye Irritant Category 2B

Section 2.1 - Label Elements

Hazard Pictograms: None Precautionary Statements:

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do.
Continue rinsing. If eye irritation persists get medical advice. Wash hands after handling.
If skin irritation occurs, get medical advice.

Signal Word: Warning

Hazard Statements:
Causes eye irritation. May cause mild skin irritation

Section 3 - Composition

Chemical Name CAS # Percent w/w

Sodium Laureth Sulfate 9004-82-4 2

Section 4 - First Aid Measures

Skin: Flush with flowing water for 15 min.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do. Continue rinsing. If eye irritation persists get medical advice.

INGESTION: Give a teaspoonful of milk of magnesia, followed by milk or water to dilute material; DO NOT induce vomiting. Avoid alcohol. CALL A PHYSICIAN OR POISON
CONTROL CENTER IMMEDIATELY. NEVER GIVE ANYTHING BY MOUTH TO AN UNCONSCIOUS PERSON.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
NA LEL NA Dry chemical, carbon dioxide if product Wear self-contained positive pr.essurized bre.athi.ng apparatus
involved. MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL NA EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up & flush to sewer with plenty of water. Floors may be slippery. Use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only. Not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin: Not required contact or splash hazard.

Sodium Laureth Sulfate None None Respiratory: Not required

Eye: Safety Glasses

Ventilation: Normal Room.
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
Blue liquid Soft Soap NE 8 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity pH(use dil) [Solubility(H,0)| coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.51 1.05 7 complete NE NA 500-700cps NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity ~ |STOST -single Exposure ~ |exposure
Sodium Laureth Sulfate >10000mg/kg >2000mg/kg |eye corrosive |not listed not listed not listed not listed not listed
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available Products covered by this sds are not considered to be hazardous waste according to

RCRA(40 CFR 261). Care should be used to avoid introduction to sewers and waterways.
Dispose of in accordance with applicable Federal, State and Local regulations.

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY

Not Regulated

Section 15 - Regulatory Information
SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.
CERCLA:Does not contain chemicals subject to reporting under CERCLA. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

Date Prepared: 04-09-2015 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88315

Section 1 - Product Information

Product Name: Ready to Go Citrus Neutral Degreaser Supplier: |Intercon Chemical Company

Product Code Number: RCND Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: |[Multi-surface cleaner Emergency Contact: CHEMTREC 1-703-741-5970 St. Louis, MO 63110

Section 2 - Hazard Identification

Does not contain sufficient quantities of hazardous material to warrant GHS classification

Section 2.1 - Label Elements
Hazard Pictograms:NA Precautionary Statements:

Observe general safety precautions when handling chemicals.

Signal Word:NA

Hazard Statements:
Does not contain sufficient quantities of hazardous material to
warrant GHS classification. May be irritating to the skin and eyes.

Section 3 - Composition

Chemical Name CAS # Percent w/w

Potassium Hydroxide 1310-58-3 <1

Section 4 - First Aid Measures
Skin: Flush with flowing water for 15 min. If irritation persists get medical advice

Eyes: In case of eye contact, rinse with plenty of water and seek medical attention if irritation persists.

Inhalation: Remove to fresh air

Ingestion: Give milk or water to dilute material; DO NOT induce vomiting. Call a POISON center or physician if you feel unwell.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Dry chemical, carbon dioxide if product Wear self-contained positive pr.essurized bre.athi.ng apparatus
None involved. MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin:[water proof gloves contact or splash hazard.

Potassium Hydroxide 2mg/m3 2mg/m3 Respiratory:|not normally required

Eye:[safety glasses

Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
orange liquid citrus NE 12.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity | pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.4 1.007 NA complete NE NA thin NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute toxicity STOST
Acute toxicity  |(derm. Reproduct. Repeated
Ingredient (oral LD50) rat  [LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST -single Exposure ~ |exposure
Potassium Hydroxide 213mg/kg not listed corrosive no info no info no info no info no info
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,
State and Local regulations.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY

Not Regulated

Section 15 - Regulatory Information

SARA TITLE Il (EPCRA) NOTIFICATION: Does not contain chemicals subject to the reporting requirements of Section 302, 304, or 313 of Title Il of the Superfund Amendments
and Reauthorization Act of 1986.

COMPREHENSIVE ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT (CERCLA) NOTIFICATION: This does not contain chemicals subject to reporting under
CERCLA

Section 16 - Other Information

WHMIS: HMIS: R-0 PPE-B

Date Prepared: 18-Dec-2019 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88325

Section 1 - Product Information

Product Name: Ready to Go All Purpose Cleaner & Degreaser Supplier: |Intercon Chemical Company

Product Code Number: RACD Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: |Heavy Duty Degreaser Emergency Contact: CHEMTREC 1-703-741-5970 St. Louis, MO 63110

Section 2 - Hazard Identification

Does not contain sufficient quantities of hazardous material to warrant GHS classification

Section 2.1 - Label Elements
Hazard Pictograms:NA Precautionary Statements:

Observe general safety precautions when handling chemicals.

Signal Word:NA

Hazard Statements:
Does not contain sufficient quantities of hazardous material to
warrant GHS classification. May be irritating to the skin and eyes.

Section 3 - Composition

Chemical Name CAS # Percent w/w

Potassium Hydroxide 1310-58-3 <1

Section 4 - First Aid Measures
Skin: Flush with flowing water for 15 min. If irritation persists get medical advice

Eyes: In case of eye contact, rinse with plenty of water and seek medical attention if irritation persists.

Inhalation: Remove to fresh air

Ingestion: Give milk or water to dilute material; DO NOT induce vomiting. Call a POISON center or physician if you feel unwell.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Dry chemical, carbon dioxide if product Wear self-contained positive pr.essurized bre.athi.ng apparatus
None involved. MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin:[water proof gloves contact or splash hazard.

Potassium Hydroxide 2mg/m3 2mg/m3 Respiratory:|not normally required

Eye:[safety glasses

Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
green liquid disinfectant NE 12.5 NE 2129F >1.0(water =1) No NA 17mm(Hg)
Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
.62(air=1) 8.4 1.007 NA complete NE NA thin NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,

Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute toxicity STOST
Acute toxicity  |(derm. Reproduct. Repeated
Ingredient (oral LD50) rat  [LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity ~ |STOST -single Exposure ~ |exposure
Potassium Hydroxide 213mg/kg not listed corrosive no info no info no info no info no info

Other:

Section 12 - Ecological Information

Section 13 - Disposal Considerations

No information available

The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,

State and Local regulations.

Section 14 - Transport Information

UN number

Basic Description(DOT)

Class

Packing Group

LTD QTY

Not Regulated

Section 15 - Regulatory Information

SARA TITLE Il (EPCRA) NOTIFICATION: Does not contain chemicals subject to the reporting requirements of Section 302, 304, or 313 of Title Il of the Superfund Amendments
and Reauthorization Act of 1986.
COMPREHENSIVE ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT (CERCLA) NOTIFICATION: This does not contain chemicals subject to reporting under

CERCLA

Section 16 - Other Information

WHMIS:

Date Prepared:

9-Dec-2019

HMIS:

R-0

PPE- B

Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88610

Section 1 - Product Information

Product Name: micro-soft Supplier: |Intercon Chemical Company

Product Code Number: 0895 Information Phone:1-314-771-6600 1100 Central Industrial Drive

Address:

Product use: |[Multipurpose cleaner Emergency Contact:CHEMTREC 1-800-424-9300 St. Louis MO 63110

Section 2 - Hazard Identification

GHS Classification: Does not contain sufficient quanities of hazardous materials to warrant GHS classification.

Section 2.1 - Label Elements

Hazard Pictograms
NA

Precautionary Statements:

Avoid eye and skin contact. Wear protective gloves and safety glasses.

Signal Word: NA

Hazard Statements:
May cause skin and eye irritation

Section 3 - Composition

Chemical Name CAS # Percent w/w
Crystalline silica 14808-60-7 18
Pine Oil 8002-09-3 2

Section 4 - First Aid Measures

SKIN: Wash with soap & water. See physician if irritation persists.

EYES: Flush with flowing water for 15 minutes & see physician.

Ingestion: Rinse mouth, give milk or water to dilute material. Do not induce vomting unless instructed to do so by a physician. Call a POISON center or physician if you feel
unwell.

Inhalation: Not a likely route of entry.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
EXPLOSION HAZARD: Use water spray to cool fire exposed adjacent
containers

NA LEL: NA Water spray or fog if product is involved

UEL: NA

Section 6 - Accidental Release Measures

Mop up & flush to sewer with plenty of water. Floors may be slippery. Use care to avoid falls
Section 7 - Handling and Storage

Store upright in original closed container. Store below 1152F

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Crystalline silica NE NE Respiratory:|Not required Handle in accordance with good industrial hygiene and
- - safety practices. Provide suitable facilities for quick
Pine Oil NE NE Eye:[Safety glasses

drenching or flushing of the eyes and body in case of
contact or splash hazard.

Skin: gloves

Ventilation|Normal room ventilation

Page 1 of 2


nculver
Typewriter
88610


Section 9 - Physical and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability [flammability limits pressure
Opaque,
cream pine NE 95 NE 2309F > 1 (water = 1) | not flammable|NA 17mm(Hg)
Vapor Density Density Solubility Partition Auto Ignition Viscosity

(air=1) (Ibs/gal) Specific Gravity pH(use dil) (In water) coefficient temp (centipoise) Decomposition Temp
0.62 9.5 1.12 NA dispersible NE NA 25000-28000 25000-28000cps

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents, acids and cationics. If burned, normal combustion products such as
C0O2, CO and nitrous oxides can evolve.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST -single Exposure  |exposure
Crystalline silica NE NE NE yes-inhalation |No No data No data *(see note)
Pine Oil >2700mg/kg >2000mg/kg |irritant No No No data No data No data

*Other: Inhalation of silica dust can lead to silicosis, cancer, autoimmune disease, kidney disease, tuberculosis, and non-malignent respiratory diseases.

Section 12 - Ecological Information

Section 13 - Disposal Considerations

No information available

This product in its original form is not considered to be a hazardous waste by RCRA.
Dispose of in accordance with local, state and federal regulations.

Section 14 - Transport Information

UN number

Basic Description(DOT)

Class

Packing Group

LTD QTY

Not regulated

Section 15 - Regulatory Information

SARA TITLE Il (EPCRA) NOTIFICATION: Does not contain chemicals subject to the reporting requirements of Section 302, 304, or 313 of Title Il of the Superfund Amendments
and Reauthorization Act of 1986.
COMPREHENSIVE ENVIRONMENTAL RESPONSE, COMPENSATION, AND LIABILITY ACT (CERCLA) NOTIFICATION:This does not contain chemicals subject to reporting under
CERCLA For more information, consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

WHMIS:

Date Prepared: 04-09-2015

HMIS:

R-0

PPE- A

Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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88640
Safety Data Sheet

Section 1 - Product Information

Product Name: Visclean Supplier:|intercon Chemical Company

Product Code Number: 0446 Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: Bowl Cleaner Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis, MO 63110

Section 2 - Hazard Identification
GHS Classification: Corrosive To Metals (Category 1), Skin Corrosion/Irritation (Category 1A), Serious Eye Damage/Eye Irritation (Category 1), Specific Target Organ Toxicity-
Singe Exposure-Respiratory Tract Irritation (Category 3)

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

P234: Keep only in original container.

EE P260: Do not breathe dust/fume/gas/mist/vapors/spray.

P264+P265: Wash hands thoroughly after handling. Do not touch eyes.

P271: Use only outdoors or in a well-ventilated area.

Signal Word: Danger P280: Wear protective gloves/protective clothing/eye protection/face protection

P301+P330+P331: IF SWALLOWED: Rinse mouth. Do NOT induce vomiting.

P302+P361+P354: IF ON SKIN: Take off Immediately all contaminated clothing. Immediately rinse with

Hazard Statements:

H290: May be corrosive to metals water for several minutes.
H314: Causes severe skin burns and eye damage P363: Wash contaminated clothing before reuse.
H318: Causes serious eye damage P304+P340: IF INHALED: Remove person to fresh air and keep comfortable for breathing.
H335: May cause respiratory irritation P316: Get emergency medical help immediately.

P305+P354+P338: IF IN EYES: Immediately rinse with water for several minutes. Remove contact lenses if
present and easy to do. Continue rinsing.

P317: Get emergency medical help.

P321: For specific treatment, see first aid measures on SDS.

P390: Absorb spillage to prevent material damage.

P403+P233+P235: Store in a well-ventilated place. Keep container tightly closed. Keep cool.

P405: Store locked up.

P406: Store in corrosive resistant container with a resistant inner liner.

P501: Dispose of contents/container in accordance with local/regional/national/ international regulations.

Section 3 - Composition

Chemical Name CAS # Percent w/w
Hydrochloric Acid 7647-01-0 8.0-12.5
Nonyphenol Ethoxylate 9016-45-9 1

Section 4 - First Aid Measures
IF ON SKIN(or hair): Remove immediately all contaminated clothing. Flush with flowing water for at least 15 minutes or until slippery feeling disappears. Get medical attention
for any burns that may occur. Wash contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for at least 15 minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Water spray or fog, foam,dry chemical, carbon Wear self-contained positive pressurized breathing apparatus
none . dioxide or alcohol foam, if product involved MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA ’ EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Use personal protection recommended in Section 8. Isolate the hazard area and deny entry to unnecessary and unprotected personnel.Stop leak if safe to do so. Mop up spills
and flush to sewers with plenty of water. Neutralize with sodium bicarbonate. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage
Do not get in eyes, on skin, or on clothing. Avoid breathing dust/fume/gas/mist/vapours/spray. Handle and open container with care. Do not eat, drink or smoke when using
this product. Launder contaminated clothing before reuse. Wash hands before eating, drinking, or smoking. Store locked up. Store upright in original closed container.
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Ingredient

OSHA PEL:

ACGIH TLV

PPE

General Hygiene Considerations:

hydrochloric acid

7mg/m3

2.97mg/m3

Respiratory:

not normally required

Eye:

safety glasses, face shield

Skin:

Apron, acid proof gloves

Ventilation

Normal room ventilation

Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
contact or splash hazard.

Section 9 - Physical and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
red liquid cherry NE 1 NE 2129F >1(water =1) NA NA 17mm Hg
Partition Auto Ignition
Vapor Density Density Specific Gravity | pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
0.62(air =1) 8.75 1.05 2 100% in water NE NA 500-20000cps NE

Section 10 - Stability and Reactivity

Monoxide, Nitrous Oxides.

Product is stable, hazardous polymerization will not occur. Incompatible with strong alkalis and cyanides. If burned, normal combustion products: Carbon Dioxide, Carbon

Section 11- Toxicological Information

Acute STOST

Acute toxicity(oral |toxicity(derm. Reproduct. Repeated

Ingredient LD50) rat LD50)rabbit | Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -Single Exposure |exposure
hydrochloric acid 900mg/kg no info corrosive not listed no info no info irritant no info
Nonyphenol Ethoxylate no info no info irritant not listed no info no info no information no info
product(calculated) 2721mg/kg no info corrosive not listed no info no info no information no info

Section 12 - Ecological Information

Section 13 - Disposal Considerations

No information available

Products covered by this SDS, in their original form, are considered corrosive waste(D002)
according to RCRA (40 CFR 261). Dispose of in accordance with applicable Federal, State
and Local regulations.

Section 14 - Transport Information

UN Number Basic Description(DOT) Class Packing Group LTD QTY
UN 3264 Corrosive liquid, acidic, inorganic, n.o.s(contains hydrochloric acid) 8 1] <5 Liter

UN Number Basic Description(IATA) Class Packing Group LTD QTY
UN 3624 Corrosive liquid, acidic, inorganic, n.o.s(contains hydrochloric acid) 8 1] < 0.5 Liter

UN Number Basic Description(IMDG) Class Packing Group LTD QTY
UN3264 Corrosive liquid, acidic, inorganic, n.o.s(contains hydrochloric acid) 8 1] <5 Liter

Section 15 - Regulatory Information

SARA Title 3: Hydrochloric acid. Glycol ethers. For more information consult sections 302, 304, or 313 of Title IIl of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: Hydrochloric acid (RQ = 5,000 Ibs). For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

A\

Warning: This product can expose you to Ethylene Oxide (CAS# 75-21-8) which is known to the State of California to cause cancer and/or birth defects or other
reproductive harm. For more information go to www.P65warnings.ca.gov

Section 16 - Other Information

Date Prepared: 26 Sep 2023

HMIS:

R-0

PPE- D

Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet

Section 1 - Product Information

Product Name: inter-pine

Supplier: |Intercon Chemical Company

Product Code Number: 0279

Information Phone: 1-314-771-6600

1100 Central Industrial Drive

Product use: |deodorizer

Emergency Contact: CHEMTREC 1-800-424-9300

Address:
St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: flammable liquid category 3

Section 2.1 - Label Elements

Hazard Pictograms

Precautionary Statements:

non-sparking tools.

Signal Word: Warning

Hazard Statements:

Flammable Liquid and vapor.

Keep container tightly closed. Keep away from heat/sparks/open flame. No smoking. Wear protective
gloves and eye/face protection. Ground/Bond container and receiving equipment.
Use explosion-proof electrical equipment. Take precautionary measures against static discharge. Use only

In case of fire, use Water spray or fog, foam, dry

chemical, carbon dioxide, alcohol foam for extinction.

IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water/shower.
Store in cool/well-ventilated place

Section 3 - Composition

Chemical Name CAS # Percent w/w
coconut oil soap 61789-30-8 17.5
Pine oil 8002-09-3 4
isopropanol 67-63-0 4

Section 4 - First Aid Measures

IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water/shower.

Eyes: Rinse thoroughly with plenty of water for at least 15 minutes and consult a physician.

Inhalation: Move person into fresh air. If not breathing, give artificial respiration. Consult a physician

Ingestion: Never give anything by mouth to an unconscious person. Rinse mouth with water. Consult a physician.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

Flash Point: Limits Extinguishing Media:
LEL: NE In case of fire, use Water spray or fog, foam,
132¢F dry chemical, carbon dioxide, alcohol foam for
UEL: NE extinction.

Wear self-contained positive pressurized breathing apparatus
MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
EXPLOSION HAZARD:

Section 6 - Accidental Release Measures

Contain spill as a liquid for possible recovery, or sorb with compatible sorbent material and shovel with a clean tool into a sealable container for disposal. Contain spill away
from surface water and sewers. Ventilate area and avoid breathing vapor or mist. A vapor suppressing foam may be used to reduce vapors. Remove all ignition sources. Do
not touch or walk through spilled product. Stop leak if you can do it without risk. Wear protective equipment and provide engineering controls as specified in SECTION 8:
EXPOSURE CONTROLS/PERSONAL PROTECTION. Isolate hazard area. Keep unnecessary and unprotected personnel from entering.

Section 7 - Handling and Storage

Keep container tightly closed. Keep away from heat/sparks/open flame. No smoking. Wear protective gloves and eye/face protection. Ground/Bond container and receiving
equipment. Use explosion-proof electrical equipment. Take precautionary measures against static discharge. Use only non-sparking tools. Store in cool/well-ventilated place.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
coconut oil soap no data no data Respiratory:|Not normally required Handle in accordance with good industrial hygiene and
- " P g ; I safety practices. Provide suitable facilities for quick
Pine oi no data no data Eye:[safety glasses drenching or flushing of the eyes and body in case of
isopropanol 400ppm 400ppm Skin:|Chemical resistant gloves contact or splash hazard.
Ventilation|Normal room
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Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
green liquid pine NE 9 NE NE >1(water =1) NA NA 17mm(Hg)
Vapor Density Density Solubility Partition Auto Ignition
(air=1) (lbs/gal) Specific Gravity pH(use dil) | (water 772F) | coefficient temp viscosity Decomposition Temp
0.62 8.28 0.993 8 complete NE NA thin NE

Section 10 - Stability and Reactivity

Product is stable.Store in a cool, dry place.
Hazardous Polymerization will not occur.

Incompatible with strong oxidizing agents.
Hazardous Decomposition Products: If burned product produces normal combustion products: Carbon Dioxide, Carbon Monoxide and Nitrous Oxides.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  |STOST -single Exposure  |exposure
coconut oil soap not listed not listed irritant no no no data no data no data
Pine oil >2700mg/kg .2000mg/kg lirritant no no no data no data no data
isopropanol >5000mg/kg >5000mg/kg |eye irritant no no no data no data no data
Other:

Section 12 - Ecological Information

Section 13 - Disposal Considerations

No information available

This product in its original form is considered a hazardous waste, waste code D0O01.
ignitable waste. Dispose of in accordance to local, state and federal regulations.

Section 14 - Transport Information

UN number

Basic Description(DOT)

Class

Packing Group

LTD QTY

combustible liquid, not regulated in non bulk packaging (< 119 gal)

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: Does not contain chemicals subject to reporting under CERCLA. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

WHMIS:

Date Prepared: 09-17-2015

HMIS:

R-0

PPE- B

Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet

Section 1 - Product Information

Product Name: hurricane

Supplier: |Intercon Chemical Company

Product Code Number: 694F

Information Phone: 1-314-771-6600

1100 Central Industrial Drive

Product use:

High Butyl Foaming Degreaser

Emergency Contact: CHEMTREC 1-800-424-9300

Address:

St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Skin Corrosion/Irritation - (category 1B), Eye Damage/Irritation -(Category 1)

Section 2.1 - Label Elements

Hazard Pictograms

Precautionary Statements:

Signal Word: Danger

Hazard Statements:
Causes severe skin burns and eye damage.

Wear protective gloves and eye protection. Wash thoroughly after handling. Do not breathe mist or dust.
IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash

contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do.

Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.
Immediately call a POISON CENTER or physician.

Specific treatment(see section 4 of the sds).

Store locked up. Dispose of contents/containers to an approved waste handling facility.

Section 3 - Composition

Chemical Name CAS # Percent w/w
2-butoxy ethanol 111-76-2 5
Sodium Xylene Sulphonate 1300-72-7 2.8
Sodium Hydroxide 1310-73-2 2.5

Section 4 - First Aid Measures

IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Immediately call a POISON CENTER or physician.

Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.

Flash Point: Limits Extinguishing Media:
LEL: NA Water spray or fog, foam, dry chemical,
None carbon dioxide, alcohol foam, if product
UEL: NA involved

Wear sel
MSHA/N

EXPLOSION HAZARD: Product will not burn.

f-contained positive pressurized breathing apparatus
IOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &

Section 6 - Accidental Release Measures

Section 7 - Handling and Storage

Store locked up. Store upright in original closed container. Avoid all contact. Do not get in eyes, on skin or on clothing. Remove and wash contaminated clothing before reuse.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
2-butoxy ethanol 50ppm 50ppm Respiratory:|Not normally required Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
Sodium Xylene Sulphonate not listed not listed Eye:|splash proof goggles drenching or flushing of the eyes and body in case of
Sodium Hydroxide 2mg/m’ 2mg/m’ Skin:|alkali resistant gloves contact or splash hazard.
Ventilation|Normal room ventilation
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Section 9 - Physical and Chemical Properties
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
Fluorescent >1.0
Green Liquid Pine like NE 13 NE 2120°F (water =1) No NA 17mm(Hg)

Partition Auto Ignition
Vapor Density Density Specific Gravity pH(use dil) |Solubility(H,0)| coefficient temp Viscosity Decomposition Temp

.62(air=1) 8.58Ibs/gal 1.03 10 complete NE NA Thin NE
Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -single Exposure  [exposure
2-butoxy ethanol 470mg/kg 220mg/kg irritant no evidence |noevidence |noevidence |No data available No data
Sodium Xylene Sulphonate 7200mg/kg 2000mg/kg irritant no evidence |noevidence |not listed No data available No data
Sodium Hydroxide 200mg/kg 1350mg/kg corrosive no evidence |noevidence |not listed No data available No data
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available Products covered by this sds, in their original form, are considered to be hazardous waste,
waste code D002, according to RCRA(40 CFR 261). Care should be used to avoid
introduction to sewers and waterways. Dispose of in accordance with applicable Federal,
State and Local regulations.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids,n.o.s.(contains Sodium Hydroxide) 8 Il <1L

Section 15 - Regulatory Information

SARA Title IlI(EPCRA): Glycol Ethers
CERCLA:Glycol Ethers, Sodium Hydroxide. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information
HMIS: R-0 PPE-C

Date Prepared:| 14-Nov-2019 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet

Section 1 - Product Information

Product Name: Oven Monster Supplier:|intercon Chemical Company

Product Code Number: 0784 Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: High Foaming Alkaline Detergent Emergency Contact: CHEMTREC 1-800-424-9300 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Skin Corrosion (Category 1B), Eye Corrosive (Category 1), Corrosive To Metals (Category 1), Oral Toxicity (Category 4)

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

P234: Keep only in original container.

P260: Do not breathe dust/fume/gas/mist/vapors/spray.
P264: Wash hands thoroughly after handling.

P270: Do not eat, drink or smoke when using this product.

Signal Word: Danger P280: Wear protective gloves/protective clothing/eye protection/face protection
Hazard Statements: :3|01+P330+P331+P317: IF SWALLOWED: Rinse mouth. Do NOT induce vomiting. Get emergency medical
elp.
H290: May be corrosive to metals. P302+P361+P354: IF ON SKIN: Take off Immediately all contaminated clothing. Immediately rinse with

H302: Harmful if swallowed.
H314:Causes severe skin burns and eye damage.

water for several minutes.

P363: Wash contaminated clothing before reuse.

P304+P340: IF INHALED: Remove person to fresh air and keep comfortable for breathing.
P316: Get emergency medical help immediately.

P321: Specific treatment see section 4.

P305+P354+P338: IF IN EYES: Immediately rinse with water for several minutes. Remove contact lenses if
present and easy to do. Continue rinsing.

P390: Absorb spillage to prevent material damage.

P405: Store locked up.

P406: Store in corrosive resistant container with a resistant inner liner.

P501: Dispose of contents/container in accordance with local/regional/national/international
regulations(to be specified).

Section 3 - Composition

Chemical Name CAS # Percent w/w

Sodium Hydroxide 1310-73-2 15

Section 4 - First Aid Measures
IF ON SKIN: Flush with flowing water for at least 15 minutes or until slippery feeling disappears. Get medical attention for any burns that may occur.
Wash contaminated clothing before reuse

IF IN EYES: Flush with flowing water for several minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Water spray or fog, foam, dry chemical, Wear self-contained positive pr.essurlzed bre.athl.ng apparatus
none carbon dioxide or alcohol foam, if product MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA involved EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Use personal protection recommended in Section 8. Isolate the hazard area and deny entry to unnecessary and unprotected personnel.Stop leak if safe to do so. Contain

and/or absorb spill with inert material (e.g. sand, vermiculite), then place in a suitable container. Do not flush to sewer or allow to enter waterways. Use appropriate Personal
Protective Equipment (PPE). Scoop up material and place in a disposal container. Absorb spillage to prevent material damage. See section 13 for advice on waste disposal.

Section 7 - Handling and Storage
Do not get in eyes, on skin, or on clothing. Avoid breathing dust/fume/gas/mist/vapours/spray. Handle and open container with care. Do not eat, drink or smoke when using

this product. Launder contaminated clothing before reuse. Wash hands before eating, drinking, or smoking. Store locked up. Store in corrosive resistant container with a
resistant inner liner. Store upright in original closed container.
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Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Sodium Hydroxide 2mg/m?® 2mg/m’ Respiratory:|not normally required Handle in accordance with good industrial hygiene and
; | ; hield safety practices. Provide suitable facilities for quick
Eye:|safety glasses, face shie drenching or flushing of the eyes and body in case of
Skin:|Apron, alkali proof gloves contact or splash hazard.
Ventilation|Normal Room Ventilation
Section 9 - Physical and Chemical Properties
Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
yellow liquid none NE 14 NE 2129F >1(water =1) NA NA 17 H
Partition Auto Ignition
Vapor Density|  Density Specific Gravity | pH(use dil) Solubility coefficient temp Viscosity Decomposition Temp
0.62(air =1) 10 1.2 12.5 100% in water NE NA thin NE

Section 10 - Stability and Reactivity

Oxides.

Product is stable, hazardous polymerization will not occur. Incompatible with strong acids. If burned, normal combustion products: Carbon Dioxide, Carbon Monoxide, Nitrous

Section 11- Toxicological Information

Acute STOST
Acute toxicity |toxicity(derm. Reproduct. Repeated
Ingredient (oral LD50) rat  [LD50)rabbit | Skin and Eye | Carcinogen Mutagen Toxicity  [STOST -Single Exposure  |Exposure
Sodium Hydroxide 325mg/kg 1350mg/kg corrosive Not listed No info No info No info No info

Section 12 - Ecological Information

Section 13 - Disposal Considerations

Fish toxicity not available. Biodegradability not available. Toxic to aquatic life
through a raise in pH to toxic levels.

regulations.

Products covered by this SDS, in their original form, are considered corrosive waste, waste
code D002, according to RCRA (40 CFR 261). Do not allow this material to drain into
sewers/water supplies. Dispose of in accordance with applicable Federal, State and Local

Section 14 - Transport Information

UN number Basic Description(DOT) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids, n.o.s(Contains sodium hydroxide) 8 Il <1L

UN number Basic Description(IATA) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids, n.o.s(Contains sodium hydroxide) 8 Il <0.1L

UN number Basic Description(IMDG) Class Packing Group LTD QTY
UN1719 Caustic Alkali Liquids, n.o.s(Contains sodium hydroxide) 8 Il <1L

Section 15 - Regulatory Information

SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA: Sodium Hydroxide (RQ = 1,000 Ibs). Sulfuric Acid (RQ = 1,000 Ibs). For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

A\

Warning: This product can expose you to chemicals including: Diethanolamine (CAS Number 111-42-2) which is/are known to the State of California to cause

cancer and/or birth defects or reproductive harm. For more information go to https://www.P65Warnings.ca.gov

Section 16 - Other Information

Date Prepared: 1 Sep 2023

HMIS:

Prepared by: Environmental, Health and Safety Administrator.

R-1

PPE- D

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established
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Safety Data Sheet 88835

Section 1 - Product Information

Product Name: Ready to Go Grill & Go Supplier: |Intercon Chemical Company

Product Code Number: RGNG Information Phone: 1-314-771-6600 Add 1100 Central Industrial Drive
ress:

Product use: |grill cleaner Emergency Contact: CHEMTREC 1-703-741-5970 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS classification eye damage irritation(category 2A), skin irritant (category 2)

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

Wear eye protection and protective gloves. Wash hands after handling.

IF ON SKIN: Wash with plenty of soap and water. Take off contaminated clothes and wash it before reuse.
If skin irritation occurs get medical attention. Specific treatment: see section 4 of the sds.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to
Signal Word: Warning do. Continue rinsing.

If eye irritation persists, get medical attention.

Hazard Statements:
Causes serious eye irritation. Causes skin irritation.

Section 3 - Composition

Chemical Name CAS # Percent w/w
Glycerine 55-81-5 64
Potassium Carbonate 587-08-7 10

Section 4 - First Aid Measures

IF ON SKIN: Wash with plenty of soap and water. Take off contaminated clothes and wash before reusing. If skin irritation occurs get medical attention.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses if present and easy to do. Continue rinsing. If eye irritation persists, get medical attention.

If swallowed, give milk or water to dilute material. Do not induce vomiting unless instructed to do so by a physician. Get medical attention if you feel unwell.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedures: Avoid exposure to fumes or vapors.
LEL: NA Dry chemical, carbon dioxide if product Wear self-contained positive pr.essurized bre.athi.ng apparatus

NA involved. MSHA/NIOSH Approved or equivalent to maintain TLV. UNUSUAL FIRE &
UEL: NA EXPLOSION HAZARD: Product will not burn.

Section 6 - Accidental Release Measures
Mop up spills and flush to sewers with plenty of water. Floors may be slippery, use care to avoid falls.

Section 7 - Handling and Storage

For institutional and industrial use only, not intended for consumer use. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TLV PPE General Hygiene Considerations:
Glycerine NE NE Respiratory:|not normally required Handle in accordance with good industrial hygiene and
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin:|chemical resistant gloves contact or splash hazard.

Potassium Carbonate NE NE Eye:[safety glasses

Ventilation|normal room ventilation
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Section 9 - Physical and Chemical Properties

Evaporation Upper/lower Vapor
Appearance odor odor threshold pH Melting Point | Boiling point rate Flammability flammability limits pressure
Colorless
Liquid odorless NE 11.3 NE 2129F >1.0(water =1) No NA 17mm(Hg)

Density Partition Auto Ignition
Vapor Density|  (lbs/gal) Specific Gravity | pH(use dil) |Solubility(H,0)| coefficient temp Viscosity Decomposition Temp
.62(air=1) 10.58 1.27 NE complete NE NA thin NE

Section 10 - Stability and Reactivity

Product is stable. Hazardous polymerization will not occur. It is incompatible with strong oxidizing agents. If burned normal combustion products such as Carbon Dioxide,
Carbon Monoxide and Nitrous Oxides may occur.

Section 11- Toxicological Information

Acute STOST
Acute toxicity(oral [toxicity(derm. Reproduct. Repeated
ingredient LD50) rat LD50)rabbit Skinand Eye | Carcinogen Mutagen Toxicity ~ |STOST -single Exposure ~ |exposure
Glycerine >10000mg/kg NE No info not listed no infor no info no info no info
Potassium Carbonate 1870mg/kg 2000mg/kg No info not listed no infor no info no info no info
Other:
Section 12 - Ecological Information Section 13 - Disposal Considerations
No information available The products covered by this SDS, in their original form, are considered nonhazardous
waste according to RCRA(40 CFR 261).Dispose of in accordance with applicable Federal,
State and Local regulations.
Section 14 - Transport Information
UN number Basic Description(DOT) Class Packing Group LTD QTY

Not Regulated

Section 15 - Regulatory Information
SARA Title 3: Does not contain reportable chemicals under sections 302, 304, or 313 of Title Ill of the Superfund amendments and Reauthorization Act of 1986.

CERCLA:Does not contain chemicals subject to reporting under CERCLA. For more information consult 40 CFR parts 302, 355, 370, 372, and 40 CFR part 68

Section 16 - Other Information

Date Prepared:| 9-pec-2019 Prepared by: Environmental, Health and Safety Administrator.

The information provided in this Safety Data Sheet is correct to the best of our knowledge and belief at the date of its publication. The information given is designed only as
guidance for safe handling, use, processing, storage, transportation, disposal, and release and is not to be considered a warranty or quality specification. The information
relates only to the specific material designated and may not be valid for such material used in combination with materials or in any process, unless specified in the text.

Legend for Abbreviations: NA - not applicable NE - Not Established

Page 2 of 2



Safety Data Sheet

Section 1 - Product Information

Product Name: Ready to Go Oven & Grill Cleaner Supplier:]Intercon Chemical Company
Product Code Number: ROGC Information Phone: 1-314-771-6600 Address. 1100 Central Industrial Drive
Product use: High foaming oven and grill cleang Emergency Contact: CHEMTREC 1-703-741-5970 St. Louis, MO 63110

Section 2 - Hazard Identification

GHS Classification: Skin Corrosion Category 1B, Eye corrosive Category 1, Oral Toxicity Category 4

Section 2.1 - Label Elements
Hazard Pictograms Precautionary Statements:

Wear protective gloves and eye protection. Wash thoroughly after handling. Do not breathe mist o
fgg IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash
contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy
Signal Word: Danger Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.
Immediately call a POISON CENTER or physician.

Store locked up. Dispose of contents/containers to an approved waste handling facility in accordar
local/regional/national/international regulations.

Hazard Statements:
Causes severe skin burns and eye damage. Harmful if swallg

Section 3 - Composition
Chemical Name CAS # Percent wiw
Sodium Hydroxide 1310-73-2 <10

Section 4 - First Aid Measures
IF ON SKIN(or hair): Remove immediately all contaminated clothing. Rinse skin with water. Wash contaminated clothing before reuse.

IF IN EYES: Rinse cautiously with water for several minutes. Remove contacts if present and easy to do. Continue rinsing.

IF SWALLOWED: Rinse mouth, Do NOT induce vomiting.

IF INHALED: Remove to fresh air and keep at rest position comfortable for breathing.
Immediately call a POISON CENTER or physician.

Flash Point: Limits Extinguishing Media: Special Fire Fighting Procedurebvoid exposure to fumes or vapors.
LEL- NA Water spray or fog, foam,dry chemical, carl Wear self-contained positive pressurized breathing apparatus
None . dioxide or alcohol foam, if product involved MSHA/NIOSH Approved or equivalent to maintain TINUSUAL FIRE
UEL: NA ’ EXPLOSION HAZARBoduct will not burn.

Section 6 - Accidental Release Measures
Neutralize with dilute acid, or sodium bicarbonate. Mop up and flush to sewer with plenty of water.

Section 7 - Handling and Storage

Store locked up. Store upright in original closed container.

Ingredient OSHA PEL: ACGIH TL PPE General Hygiene Considerations:
Handle in accordance with good industrial hygiene an
safety practices. Provide suitable facilities for quick
drenching or flushing of the eyes and body in case of
Skin]Apron, alkali proof gloves  |contact or splash hazard.

Sodium Hydroxide 2mg/m’ 2mg/m’ Respiratorytnot normally required

Eyelsafety glasses, face shield

VentilationNormal room ventilation
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